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Abstract of the contribution: This contribution clarifies BBAI BB II as adding the corresponding abbreviations and reference points, and correctly describing the text on femto offloading for Rel-11 in TS 23.839.
1. Introduction

Base on the decision of last SA plenary (SA#53), the architectural aspects and procedures for offloaded traffic when the UE attaches via Femto should be not included in Rel-11. 
To clarify the scope of BB II for Rel-11, the following clauses have been revised.
6.1.1
Architecture for Femto
6.4 
Procedures Femto
Additionally, Abbreviations and reference points for BB II were included.

2. Proposal
The following changes are proposed in TR 23.839:

* * * First Change * * * *

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ANDSF
Access Network Discovery and Selection Function
AF
Application Function
BBF
Broadband Forum

BRAS
Broadband Remote Access Server

BNG
Broadband Network Gateway

BPCF
Broadband Policy Control Function

DSMIPv6
Dual-Stack MIPv6

EPC
Evolved Packet Core

ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

H‑ANDSF
Home-ANDSF

MME
Mobility Management Entity
PCRF
Policy and Charging Rules Function
P‑GW
PDN Gateway

PMIP/PMIPv6
Proxy Mobile IP version 6

RG
Residential Gateway

S‑GW
Serving GW
TDF
Traffic Detection Function
V‑ANDSF
Visited-ANDSF

* * * Second Change * * * *

6.1.1.X
Reference Points
Rx
For purpose of BBF interworking it resides between the AF in 3GPP operator network and PCRF.
E/G
For purpose of BBF interworking it resides between the AF in BBF operator network and BPCF. It is considered out of the scope of 3GPP.
Sd
For purpose of BBF interworking it resides between the TDF and PCRF and it is an intra-operator interface.
* * * Third Change * * * *

6.1.1 Architecture for Femto

Editor's Note: This subclause covers femto-specific architecture aspects for offloading 
Editor's Note: This release does not cover the architecture aspects for offloaded traffic when the UE attaches via Femto.
* * * Forth Change * * * *

6.4
Procedures Femto

Editor's Note: This subclause will identify the procedure for offloaded traffic when the UE attaches via Femto.
Editor's Note: This release does not cover the procedure for offloaded traffic when the UE attaches via Femto.
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