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Abstract of the contribution: 
The options for the UE to offload traffic via the BBF WLAN network are summarised. 
1. Introduction

During SA2 87, three architecture variants for building block 2 were proposed.  In all options the UE initiates the offload to an AF and/or Application Server in the offload network.  However, it is not described what are the potential options that would trigger the UE to initiate the traffic offload.  
It is proposed to include within TR 23.839 a summary of the available options that will allow the UE to initiate traffic offload via the WLAN.  The options proposed are based on current standardised procedures in 3GPP.  The decision for the UE to initiate traffic offload via the BNG can be based on the following options:
· UE pre-configuration
· ANDSF assisted based on NS-WLAN policies
· User input
2. Proposed addition in TR 23.839

It is proposed to add the following procedures within TR 23.839 

*****************  START OF CHANGE *******************

6.1.1.x
Options for UE to initiate traffic offload via BNG
Editor's Note: This section identifies the available options to allow the UE to initiate offload of traffic towards the local WLAN network

The solutions proposed are applicable for all architecture options described in section 6.1.1.1.  The UE decides to initiate traffic offload via WLAN based on:
· ANDSF non-seamless WLAN policies as described in 3GPP TS 23.402 [3]
· UE pre-configuration

· User input
*****************  END OF CHANGE *******************
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