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1. Overall Description:

This LS is in response to the action items assigned to 3GPP at the workshop that reads as follows:

Provide a definition of “3GPP UE” to BBF 

· to be used in the context of BBF-3GPP interworking and convergence
TS 21.905 includes the following definitions:
User Equipment (UE): Allows a user access to network services. For the purpose of 3GPP specifications the interface between the UE and the network is the radio interface. A User Equipment can be subdivided into a number of domains, the domains being separated by reference points. Currently the User Equipment is subdivided into the UICC domain and the ME Domain. The ME Domain can further be subdivided into one or more Mobile Termination (MT) and Terminal Equipment (TE) components showing the connectivity between multiple functional groups

WLAN UE: WLAN User Equipment: – a UE (equipped with UICC card including (U)SIM) utilized by a subscriber capable of accessing a WLAN network. A WLAN UE may include entities whose configuration, operation and software environment are not under the exclusive control of the 3GPP system operator, such as a laptop computer or PDA with a WLAN card, UICC card reader and suitable software applications
UICC: a physically secure device, an IC card (or 'smart card'), that can be inserted and removed from the terminal. It may contain one or more applications. One of the applications may be a USIM.

Universal Subscriber Identity Module (USIM): An application residing on the UICC used for accessing services provided by mobile networks, which the application is able to register on with the appropriate security.

The following diagram in 3GPP TS 27.007 depicts the functional entities of he ME:


[image: image4.wmf]TE

TA

MT

AT cmds

responses

MT control

MT status

USER & APPLICATIONS

NETWORK

network messages


The following diagram in 3GPP TS 27.007 depicts the architecture diagram of the 3GPP UE:
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Note that a Device/TE that meets the R interface specifications could be connected to the MT.

For interworking there are no changes required the 3GPP UE that connects to the network via a 3GPP Femto.
A 3GPP WLAN UE, if reflective QoS is required then changes are needed to support it.  
3GPP SA2 does not anticipate any changes to 3GPP UEs for convergence and we would be interested in knowing BBF’s view in the area.
2. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #89 
9th – 13th February 2012
Vancouver, BC.

TSG-SA WG2 Meeting #90
16th – 20th April 2012
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