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Abstract of the contribution: 

The following text is proposed to be included in the TR. 
This contribution is trying to make a very short summary of the possible conclusion and in particular, summarizing what needs to be specified. 

First Change

7.2 Specification work recommendation

The following aspects are proposed to be specified:

· -
Support a PCC-based solution as defined in clause 6.4 (procedure invoked by the P-CSCF) to obtain the NPLI. Policies in the P-CSCF determine whether the NPLI needs to be retrieved for a particular SIP message or scenario.

-
The P-CSCF policy for retrieving the NPLI can be specific per HPLMN.

-
In the originating case, P-CSCF policy is needed for whether to provide the NPLI in a subsequent message or in the INVITE.
-
When a MSC Server enhanced for ICS is used, the solution as defined in Clause 6A.2.4 and 6A.2.X shall be used. 
· -
HSS based retrieval according to TS 29.328 [5] can be used when NPLI is required but not already available (e.g., when required in an INVITE request, when it is needed prior to session delivery, or when call is broken out to a MGCF).  

-
The level of NPLI granularity that can be retrieved by the AS via the HSS-based procedures in roaming scenarios depends on inter-operator agreement, and needs to be aligned with policies in the P-CSCF. 
-
Enhancement of the Network Provided P-Access-Network-info header to include NPLI (including the optional local time) and to be distributed according to the guidance in Clause 6A.
-
Transfer of NPLI by IMS signaling shall not affect the transfer of any UPLI.
-
The level of granularity of NPLI may be changed at network/trust boundaries.
· -
For emergency sessions where network provided location is required, either existing LRF-based procedures based on LCS according to TS 23.167 are used, or the PCC-based solution as defined in clause 6.4 is used to provide NPLI with the INVITE to the E‑CSCF for usage according to TS 23.167. Local policies in the P-CSCF determine whether to provide the NPLI using the PCC-based procedures for an INVITE for an emergency session. Use of LRF-based procedures is based on the policies of the E-CSCF according to TS 23.167.

End of Change
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