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Abstract of the contribution: Informs about drafting session on PS-only and proposes conclusions for TR 23.888 to capture the findings about PS-only.

Proposal
It is proposed to agree the above conclusion and following changes to TR 23.842.
****** Begin of Change ******
7.2.x
MTC Feature – Packet Switched only
This clause contains the agreed conclusions for the MTC feature “Packet Switched (PS) only”. 3GPP Release 11 specifications should be developed in the following areas:
a) It shall be possible to provide PS services and SMS for a UE via GERAN and UTRAN without involving an MSC. This includes the case where an HSS does not provide subscription data to a GERAN or UTRAN MSC for that UE when both UE and serving PLMN support the feature.
b) Not receiving services from a GERAN or UTRAN MSC due to PS only shall not affect services provided to that UE via E-UTRAN, which may include that an unsuccessful/rejected registration attempt towards a GERAN/UTRAN MSC shall not affect SMS services provided via the MME (it should be noted that SMS via MME is provided via an MSC so far).
c) It shall be possible to provide PS services and SMS via E-UTRAN/MME with efficient HSS signalling, which may include an HSS registration procedure that provides subscription data for PS services and SMS together. It should not have adverse effects like increased HSS signalling, e.g. when the UEs reselect between RATs.

d) The PS only feature shall not prevent receiving SMS services when the UE or the visited/serving PLMN don’t provide the capabilities required for PS only.
e) There need to be mechanisms to discover or exchange SMS handling capabilities between UE and network. Whether to adopt existing E-UTRAN access procedures for SMS via NAS signalling (i.e. Combined EPS/IMSI Attach and Combined TA/LA Update) or to use different procedures (e.g. EPS Attach and TA Update with addition of new information elements) is TBD. For 2G/3G access the SGSN and/or MSC registration procedures may be enhanced to inform the UE that it should use only the PS domain for receiving PS and specifically SMS services. 
f) The PS only feature shall not affect PS or SMS services and shall work whether the UE has an MSISDN assigned or not.

****** End of Change ******
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