SA WG2 Temporary Document

Page 1

SA WG2 Meeting #88
S2-115456
14 - 18, November 2011, San Francisco, USA 
(revision of S2-115362)
Source:
Huawei, HiSilicon, ZTE, Alcatel-Lucent, Ericsson, ST-Ericsson, Juniper Networks, Nokia Siemens Networks
Title:
Conclusion on SaMOG without UE Impact
Document for:
Approval

Agenda Item:
9.11
Work Item / Release:
FS_SaMOG / Rel-11
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Begin Changes

9
Conclusion
Editor’s Note: This clause will provide conclusions with respect to what further specification work is required in order to provide the feature of S2a mobility based on GTP and WLAN access to EPC.
9.x
Conclusion on SaMOG without UE Impact
For the support of SaMOG without UE impact, it has been concluded that 
Solution 2 (described in clause 7.1.2) is selected as the basis for normative specifications:

-
The style of the reference model and call flows of Solution 1 (described in clause 7.1.1.1, 7.1.1.2 and 7.1.1.3) will be used for documentation of the normative specification, i.e., the internal structure of the WLAN Access Network will not be exposed.
-
The L2 attach/detach triggers for solution 2 (described in clause 7.1.2.4) will be used in the work of normative specifications. Only L2 attach triggers are used for PDN type IPv6 and IPv4v6; L2 or L3 attach triggers may be used for PDN type IPv4 as described in clause 9.x.y.
-
 Enhancements on STa reference point in section 7.1.1.1 will be used in the work of normative specifications.

-
Simultaneous access for a UE to EPC through S2a and non-seamless offload using a single SSID is not supported. For a network deployment, behaviour described in clause 7.1.1.4 will be used in the work of normative specifications.
-  Whether multiple TNAN functions are mapped to a single non-3GPP access entity, or a single TNAN function is distributed among multiple non-3GPP access entities is out-of-scope of 3GPP.
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