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	This CR is taking care of the 23.216 aspects of the ICS flag for roaming, and is related to CR#0176 to TS 23.292. 
The ICS flag that is used by the MSC Server enhanced for ICS is today set on a per subscriber level.  This means that if it is set, it will always be sent to the MSC Server during the attach, also in the roaming cases.

This basically implies that if the ICS flag is set, it is assumed that this also applies for all roaming partners supporting MSC Server enhanced for ICS, and the MSC Server enhanced for ICS will try to register even if the roaming agreement is not setup for that. 



	
	

	Summary of change:
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	Clarifies that for roaming, additional aspects can be taken into account in addition to the ICS flag prior IMS registration from the MSC Server. 
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(

not approved:
	If roaming into a network that does not have a roaming agreement to use I2 (with registration), the MSC Server will anyway try to register user in IMS, which will fail.  
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First Change

5.3.2
MSC Server enhanced for E-UTRAN/UTRAN (HSPA) and 3GPP UTRAN/GERAN SRVCC

In addition to the standard MSC Server behavior defined in TS 23.002 [15], an MSC Server which has been enhanced for SRVCC provides the following functions as needed for support of SRVCC:

-
Handling the Relocation Preparation procedure requested for the voice component from MME/SGSN via Sv reference point;

-
Behaving as MSC Server enhanced for ICS as defined in TS 23.292 [13] if supported and when ICS flag is received via Sv reference point is set to true and optionally if the MSC Server is configured to know that the VPLMN has a suitable roaming agreement with the HPLMN of the UE;

-
Invoking the session transfer procedure or emergency session transfer procedure from IMS to CS as according to TS 23.237 [14];

-
Coordinating the CS Handover and session transfer procedures;

-
Handling the MAP_Update_Location procedure without it being triggered from the UE;

-
In case of an emergency session, conditionally sending a MAP Subscriber Location Report to a GMLC to support location continuity according to TS 23.271 [29].

Next Change

5.3.7.1
Interworking with 3GPP UTRAN/GERAN

The SRVCC STN-SR, C‑MSISDN, and optional ICS flag per VPLMN, for the subscriber are downloaded to MME from HSS during E-UTRAN attach procedure. For UTRAN (HSPA), these subscription information are downloaded to SGSN from HSS during GPRS attach procedure. HSS also informs the MME/SGSN when STN-SR is modified or removed from the subscription.

The ICS flag is used by the MSC Server enhanced for SRVCC to behave also as MSC Server enhanced for ICS in TS 23.292 [13] if supported by the network.

NOTE:
HSS functionality is not impacted when MSC Server enhanced with SRVCC performs the MAP_Update_Location procedure.

End of Changes
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