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According to GSMA PRD IR.92 and IR.88, the PDN connection for VoLTE traffic requires the use of 'well known' IMS APN. The IMS APN can be the default APN in the subscription or it can be provided by the UE; the IR.92 UE never provides the IMS APN in E-UTRAN Initial Attach procedure.

This IMS APN could be used for other IMS applications such as RCS.

In IREG Packet the following scenario was discussed:

· The IMS APN is the default APN in the subscription, and 

· the UE does not provide an APN during E-UTRAN Initial Attach procedure, and 
· the UE does not support IMS services that require the use of the IMS APN, and

· a PDN connectivity to the IMS APN can be created based on the subscription, during initial attach. 
For example, this could happen when USIM is put from a UE that support IMS services to an UE not supporting IMS services.

There are two problems identified in this scenario:

1. Such PDN connection to the IMS APN is a waste of resources. Since establishment of unnecessary bearers can cause extra OPEX/CAPEX in the core network, operators in IREG Packet think that the establishment of such unnecessary bearers should be avoided as much as possible.
2. Such UE may not get any data connectivity depending on how IMS APN is configured. The IMS APN should be used only for IMS related traffic.
IREG Packet would like to invite 3GPP SA2 to investigate the issue. If a solution is deemed needed, IREG Packet would prefer a solution that does not impact the UE.
ACTION to 3GPP SA2:

IREG Packet would like to kindly request SA2 to investigate the issue described in this LS.
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