SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #89
 TD S2-120490
06 – 10 February 2012, Vancouver, Canada
Source:
Samsung 
Title:
Discussion on requirements for numbering resource efficiency
Document for:
discussion and agreement
Agenda Item:
9.7.3
Work Item / Release:
SIMTC
Abstract of the contribution: This paper clarifies key for meet the requirements of 25.B Numbering Resource Efficiency is mainly on PS only subscriptions with or without assigning an MSISDN.
Discussion 

Current version of TS22.101 (v11.4.0) has the following requirements. 

	25.B
Numbering Resource Efficiency

The following optional requirement is intended to provide better numbering resource efficiency for UEs that only require packet switched services. 

-
A network operator shall be able to provide PS only subscriptions with or without assigning an MSISDN.
-
Remote triggering shall be supported with or without assigning an MSISDN.

-
Remote UE configuration shall be supported without the use of an MSISDN.

NOTE:
Current remote UE configuration solutions (i.e. Device Management and Over-the-Air configuration) are mainly based on SMS, which assumes the use of MSISDNs.




As above, the requirements for PS only MTC feature is moved to TS22.101, thus the requirements are applied to not only MTC UE but also general UEs. In addition, the requirements focus on MSISDN usage as titled Numbering Resource Efficiency, thus, it is necessary to analyze the UE and network behaviour in case of MSISDN-less.

MSISDN is mainly used for SMS. Thus, following papers, S2-120491 and S2-120492 analyze the impact to UE and network for SMS without MSISDN orderly.
Proposal
This paper proposes to discuss the above aspect and agree the followings. 
The key for meet the requirements of 25.B Numbering Resource Efficiency is mainly on PS only subscriptions with or without assigning an MSISDN. 
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