SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #89
TD S2-120495
6 - 10 February 2012, Vancouver, Canada

Source:
Ericsson, ST-Ericsson, Nokia Siemens Networks, Juniper Networks, Huawei, Alcatel-Lucent, Cisco, ZTE, AT&T, Motorola Mobility, Nokia
Title:
Skeleton for new chapter 16 in TS 23.402 for SaMOG
Document for:
Discussion 
Agenda Item:
9.9
Work Item / Release:
SaMOG_WLAN / Rel-11
Abstract of the contribution: This contribution proposes a skeleton for a new chapter 16 in TS 23.402 for SaMOG.
Discussion
This contribution provides a proposal for how to structure the updates in 23.402 to include SaMOG for un-modified UEs. This contribution is only for discussion. The actual changes to 23.402 are included in other SaMOG contributions.
It is proposed to create a new Clause 16 in TS 23.402 to contain the architecture, functional description, reference point descriptions and procedures. It is further proposed to capture additional material in Annex C as well as in a new Annex.
*** New clause 16 ***

16 
Architecture, Functional Description and Procedures for GTP and PMIPv6 based S2a over Trusted WLAN Access

16.1
Architecture and Functional Description

16.1.1 
Architecture

<< Includes reference model pictures >>

16.1.2 
High-level functions

<< High-leven functions >>

16.1.3 
Reference Points

<< Includes the additions made to the reference points >>

16.1.4 
Protocol Stacks

<< Includes a picture of the GTP protocol stack. For PMIP ref to chap 6.1.1 >>

16.1.5 
IP address allocation

<< Further explaination to 4.7.2 >>

16.2
Initial Attach in WLAN on S2a

16.2.1 
Initial Attach in WLAN on GTP S2a

16.2.2 
Initial Attach in WLAN on PMIP S2a

16.3
Detach and PDN disconnection in WLAN on S2a

16.3.1 
Detach and PDN disconnection in WLAN on GTP S2a

16.3.1.1
UE/Trusted WLAN Access Network Initiated Detach and UE/Trusted WLAN Access requested PDN Disconnection Procedure in WLAN on GTP S2a

16.3.1.2
HSS/AAA Initiated Detach Procedure in WLAN on GTP S2a

16.3.2 
Detach and PDN disconnection in WLAN on PMIP S2a

16.3.2.1
UE/Trusted WLAN Access Network Initiated Detach and UE/Trusted WLAN Access requested PDN Disconnection Procedure in WLAN on PMIP S2a

16.3.2.2
HSS/AAA Initiated Detach Procedure in WLAN on PMIP S2a

16.4
PDN GW initiated Resource Allocation Deactivation in WLAN on S2a

<< Copy from 23.852 section 6.1.3.6 >>

16.4.1
PDN GW initiated Resource Allocation Deactivation in WLAN on GTP S2a

16.4.2
PDN GW initiated Resource Allocation Deactivation in WLAN on PMIP S2a

16.5
Dedicated bearer activation in WLAN on GTP S2a

<< Only for GTP: copy from 23.852 section 6.1.3.4 >>

16.6
Network-initiated bearer modification in WLAN on GTP S2a

<< Only for GTP: copy from 23.852 section 6.1.3.5,1  >>

16.6.1
PDN GW Initiated Bearer Modification

16.6.2
HSS Initiated Bearer Modification
*** New clause in Annex C ***

Annex C.6
Handovers between APs of a Non-3GPP Trusted WLAN Access on S2a

<< Text from TS 23.852 section 7.1.3 >>

*** New Annex ***

Annex X (Informative)
Deployment of Non-3GPP Trusted WLAN Access on S2a

<< Deployment text from TR >>
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