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Abstract of the contribution: This paper proposes text for IMS based device triggering to TS 23.682.
Discussion & Proposal
During SA2 #88, the following conclusions were agreed in the TR 23.888 for User plane based triggering: 
“The following solutions related to User plane based trigger delivery:

a. Solutions (e.g., explicit registration, see 6.62.3.1) which do not require enhancements to 3GPP specifications.

NOTE: User plane trigger can be delivered to UE over IMS using procedures defined in TS 23.204[15]. There are no further impacts to any specifications.
b. The possibility to support other user plane solutions depend on whether mapping between IP address and external id is available as a result of technical specification of the control plane solution.”

The contribution proposes to add IMS based mechanism as one of the possible options for trigger delivery to TS 23.682.
==== First Change ===
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==== Second Change ===

5
Functional Description and Information Flow 
5.1 
Control and user plane

<This section specifies the protocol stacks on the control and user planes for each of the interfaces required for MTC>

5.2  
Triggering procedure 

5.2.1
Triggering procedure over Tsp

<This section specifies the triggering procedure over Tsp>

5.2.2  
Triggering procedure over Tsms

<This section specifies the triggering procedure over Tsms>

5.2.3
IMS-based trigger delivery over user plane

Trigger can be delivered to UE over IMS using the procedures defined in TS 23.204[XX]. 
==== End of Changes ===
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