SA WG2 Meeting #89
S2-120592
6 – 10 February 2101, Vancouver, Canada
(revision of S2-12xxxx)
Presentation of Specification to TSG

Presentation to:
TSG SA Meeting #55
Document for presentation:
TR 23.849, Version 1.0.0
Presented for:
Approval

Abstract of document:

The capability to allow media to be routed in an optimal manner between IMS operators when the subscriber is roaming was introduced in Rel-10. However, certain features may require that the media is controlled by the home network. These features include conferencing, transcoding, tones insertion and announcement insertion.

In these cases, the media plane is typically re-directed back to the home network to perform these functions. For transcoding, the media would have to stay routed through the home network for the duration of the call. However, for tone and announcement insertion, there is the possibility to temporarily re-direct the media plane though the home network only for the duration of the tone/announcement. Unfortunately, neither of these solutions is ideal from a subscriber's perspective as it potentially introduces delay between the call parties. In addition, the subscriber will also experience a cut-out of media whilst the re-direction is performed (if redirected mid-call e.g. for tone/announcement insertion). This increases the risk of the call being cut-off (e.g. if the redirect fails for some reason).

This work allows a home network to control a visited network to perform the following IMS functions for its subscribers:

-
conferencing (network hosted);

-
transcoding;

-
tone insertion; and

-
announcement insertion.
Two major gaps have been detected in order to fulfil the requirements addressed by SA1:

· MRB/MRF discovery, that must be achieved without the visited network needing to reveal the topology of its resources in its network, i.e. the actual allocation and/or denial of resources is decided by the visited network as per its own subscribers and simply announced to the home network in case there is a need or advantage to execute a breakout for optimal routing.

· Placement of MRB in In-line mode (and interface between an MRB and MRFC).

Changes since last presentation to SA Meeting #54:

Conclusions finalized. CT1 (TS 23.218) will address the MRB/MRF discovery according to SA2 preferred alternatives. Normative work in SA2 (e.g. TS 23.228) not needed unless CT1 advices.  
Outstanding Issues:

none
Contentious Issues:

None
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