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Abstract of the contribution: This contribution proposes to modify the Media Transmission Procedure and Content Delivery Termination Procedure in section 6.2.4.2. 
1. Discussion
The description in section 6.2.0 asserts “All signalling messages between User Peer and Tracker go through IMS core”. In other words, there is not direct interface between User Peer and Tracker. But direct interface appears between UEx and Tracker AS in the figure of the Media Transmission Procedure of section 6.2.4.2.2 and the figure of the Content Delivery Termination Procedure of section 6.2.4.2.3.
This document proposes to modify the signalling routing path between UEx and Tracker AS to remove direct interface.
The figure of section 6.2.4.2.2 is as below:

Figure 6.2.4.2.2-1: Media Transmission Procedure for alternative 2
The figure of section 6.2.4.2.3 is as below:
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Figure 6.2.4.2.3-1: Content Delivery Termination Procedure for alternative 2

In addition, UE can get bitmap information not only from UE peer, but also from CCS peer. 
So this document proposes to modify the related procedure figure and description.
2. Proposal
It is proposed to accept the following changes to TR 23.844.

First Change to TR 23.844
6.2.4.2.2
Media Transmission Procedure

The purpose of this procedure is the same as depicted in sub-clause 6.1.4.2.2. However the signalling messages between one User Peer and another go through IMS core and Tracker AS to achieve better management and charging capabilities.

 SHAPE  \* MERGEFORMAT 



Figure 6.2.4.2.2-1: Media Transmission Procedure for alternative 2

1~5
The IMS P2P CDS UE fetches the bitmap information from each User/CCS Peer in the Peer list across IMS Core and Tracker AS. 

6~8
According to a certain algorithm, the IMS P2P CDS UE decides from which IMS P2P CDS UEx/CCSx (acting as Peers) to acquire the content and then sends the request messages to them, across IMS Core and Tracker AS. 

Second Change to TR 23.844
6.2.4.2.3
Content Delivery Termination Procedure
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Figure 6.2.4.2.3-1: Content Delivery Termination Procedure for alternative 2
When the IMS P2P CDS UE terminates the existing P2P session, e.g. due to switching to another content or closing the programme, it releases all the current P2P media connections and then notifies the Tracker AS to remove itself from all related Peer lists.

1~10
The IMS P2P CDS UE releases all the current P2P media connections. 
11~15
UE terminates the existing P2P session, the same defined in sub-clause 6.1.4.2.3-1.
End of Changes
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