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>>First change<<
H.5
Domain Priority and Selection Rules for Emergency Call Attempts

This clause details the domain priority and selection (see clause 7.3) for UE that attempts to make an emergency call for UTRAN and E-UTRAN radio access networks based on the UE attach status to CS or PS domains and the network support for IMS emergency and IMS voice over PS.

The following table (Table H.1) defines these rules based on the UE (last 2 columns) for different initial conditions (first 4 columns) when an emergency call is initiated and when the UE is not in limited service state.

The SRVCC UE shall consider the VoIMS as Y only if the UE supports SRVCC for emergency calls to both GERAN/UTRAN i.e. FGI bits 9 and 27 are set to 1.
Table H.1: Domain Selection Rules for emergency call attempts for UTRAN and E-UTRAN radio access networks

	
	CS Attached
	PS Attached
	VoIMS
	EMS
	First EMC Attempt 
	Second EMC Attempt

	A
	N
	Y
	Y 
	Y
	PS
	CS if available and supported

	B
	N
	Y
	N
	Y
	PS or CS
	PS if first attempt in CS

CS if first attempt in PS

	C
	N
	Y
	Y or N
	N
	CS if available and supported
	

	D
	Y
	N
	Y or N
	Y or N
	CS
	PS if available and EMS is "Y"

	E
	Y
	Y
	Y
	Y
	Follow rules in TS 22.101 [8] which say to use the same domain as for a non-EMC 
	PS if first attempt in CS

CS if first attempt in PS

	F
	Y
	Y
	Y or N
	N
	CS
	

	G
	Y
	Y
	N
	Y
	CS
	PS

	EMC =
Emergency Call.

VoIMS =
Voice over IMS over PS sessions support as indicated by IMS Voice over PS session supported indication as defined in TS 23.401 [28] and TS 23.060 [2].

EMS =
IMS Emergency Services supported as indicated by Emergency Service Support indicator as defined in TS 23.401 [28] and TS 23.060 [2].


>>End of changes<<
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