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	Reason for change:
(

	The current text in clause 8.2.1 reads: “The procedures for SMS in this specification apply only if the UE is EPS/IMSI attached and the CS access domain is chosen by the UE and/or the home PLMN for delivering short messages.” implying that the SMS over SGs necessarily requires SMS delivery via the CS domain.

However, with the introduction of the PS-only feature the MME is enhanced for delivery of short messages without involving any CS domain nodes (notably, the MSC/VLR).
From UE perspective there are no changes as the UE does not know whether the network relies on CS domain SMS delivery (via SGs) or on PS domain delivery (via a new interface between the MME and the SMS router/SMS-GMSC/SMS-IWMSC).

	
	

	Summary of change:
(

	It is proposed to replace “the CS access domain” with “SMS over SGs” in clause 8.2.1.

In order to minimise the specification changes, the term “SMS over SGs” is kept to designate SMS delivery via NAS signalling, regardless of whether the SGs interface is actually used on the network side. A new NOTE is added in clause 8.2.1 to that effect.
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	Other comments:
(

	The present CR assumes that the introduction of PS-only feature in the network will have no impact on the LTE NAS protocol.


8.2.1
General

The procedures for SMS in this specification apply only if the UE is EPS/IMSI attached and SMS over SGs is chosen by the UE and/or the home PLMN for delivering short messages.

This clause describes both the mobile originating and mobile terminating SMS over SGs procedures in EPS. SMS support is based on the connectionless SGs reference point between the MME and the MSC Server and use of NAS signalling between the UE and the MME, i.e. no CS Fallback is performed for SMS.

The SMS protocol entities are reused from the existing MS/UE and MSC implementations. This means that the SMS over SGs procedures reuse the different protocol layers as defined in TS 23.040 [14].

NOTE 1.
With SMS over SGs, the MSC/VLR produces the Call Detail Record. The stage 3 changes to the CDR for SMS over SGs were made in a manner that should permit an unmodified Release 7 entity to receive the CDR. However, for correct operation of, e.g. customer care services, when using an unmodified Release 7 entity to receive the CDR, the VPLMN should ensure that the TAC values do not overlap with the LAC values.

NOTE 2.
If the network supports PS-only SMS delivery, the SMS related functionality (e.g. Short Message Control (SMC) and Short Message Relay (SMR)) is implemented on the MME and the SGs interface is not used. For the sake of simplicity, the term “SMS over SGs” is still used in this case.
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