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Abstract of the contribution: This contribution proposes some clarifications related to the usage of the MSISDN.
Discussion

This contribution clarifies two principles of the usage of the MSISDN: 
· Tsp can operate with MSISDN, this is not excluded; 
· T4 submission does not require IMSI if MSISDN is available.
Proposal

The following changes are proposed to TS 23.682.
* * * * First Change * * * *
4.3.3.1
Tsp Reference Point Requirements

The Tsp reference point shall fulfil the following requirements:

-
connect a MTC-IWF to one or more MTC Servers;

-
supports the following device trigger functionality:
-
reception of a device trigger request from MTC Server;
-
report to the MTC Server the acceptance or non-acceptance of the device trigger request;
-
report to the MTC Server the success or failure of a device trigger delivery; and
-
provides congestion/load control information to MTC Server as part of the response to trigger requests.
Editor’s Note: Additional message exchange support is FFS and dependent on the device triggering solutions selected as part of the conclusions reached for SIMTC.
-
optional security and privacy protection for communication between the MTC-IWF and MTC Server; 
Editor’s Note: Solutions for the security related functionality described in the above bullet are in the scope of SA WG3.

-
Domain Name System procedures similar to what is specified in TS 29.303 [9] may be used by the MTC Server for lookup and selection of which specific MTC-IWF to be used; and
-
MSISDN or External Identifier is used by the MTC-SCS to address the UE to be triggered.
Editor’s Note: Additional MTC reference point requirements are FFS and dependent on the solutions selected as part of the conclusions reached for SIMTC.
* * * * Next Change * * * *
4.3.3.2
T4 Reference Point Requirements

The T4 reference point shall fulfil the following requirements:

-
connects the MTC-IWF, taking the role of the SME, to SMS-SC inside HPLMN domain;

-
supports the following device trigger functionality:

-
transfer of device trigger, addressed by either an MSISDN or IMSI, from MTC-IWF to SMS-SC inside HPLMN domain;
NOTE:
If the MTC-IWF includes the MSISDN in the device trigger to the SMS-SC, the inclusion of the IMSI is not required.
-
transfer of serving SGSN/MME/MSC infromation along with  device trigger when addressed by IMSI; and
-
report to MTC-IWF the success or failure of delivering a device trigger to UE.
Editor’s Note: Additional message exchange support is FFS and dependent on the solutions selected as part of the conclusions reached for SIMTC.
* * * * End of Changes * * * *
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