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First Change
1
Scope

This document specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between the following access systems for voice calls that are anchored in the IMS:

-
from E‑UTRAN to 3GPP2 1xCS;

-
from E‑UTRAN to UTRAN/GERAN;

-
from UTRAN (HSPA) to UTRAN/GERAN.

-
from UTRAN/GERAN to E-UTRAN or UTRAN (HSPA).

This document will not describe 3GPP2 functional entities. However, interfaces between both 3GPP and 3GPP2 functional entities are described in this specification.

SRVCC from E‑UTRAN access to 3GPP2 1xCS is covered in this specification, including the handling of IMS emergency call continuity. Handling of non‑voice component and SRVCC from 3GPP2 1xCS to E‑UTRAN direction is not specified in this release.

SRVCC from E‑UTRAN/UTRAN (HSPA) access and 3GPP UTRAN/GERAN CS accesses for voice calls that are anchored in the IMS, as well as the coordination between the SRVCC for voice call and the handover of non‑voice PS bearers are covered in this specification. SRVCC with IMS emergency call continuity from E-UTRAN/UTRAN (HSPA) to 3GPP UTRAN/GERAN CS accesses for voice calls is covered in this specification. SRVCC with priority handling from E-UTRAN to 3GPP UTRAN/GERAN CS accesses for voice calls is also covered in this specification. The handover of non‑voice PS bearer from E-UTRAN is specified by the procedures defined in TS 23.401 [2], TS 23.060 [10], TS 25.413 [11] and TS 43.129 [12]. The handover of non voice PS bearer from UTRAN (HSPA) is specified by the procedures defined in TS 23.060 [10], TS 25.413 [11] and TS 43.129 [12].
This document specifies the architecture enhancements for Single Radio Video Call Continuity (vSRVCC) from E-UTRAN to UTRAN-CS access for Video Calls that are anchored in the IMS.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.401: "GPRS enhancements for E-UTRAN access".

[3]
3GPP TS 23.402 "Architecture enhancements for non-3GPP accesses".

[4]
3GPP2 X.S0042-0: "Voice Call Continuity between IMS and Circuit Switched System".

[5]
Void.

[6]
Void.

[7]
3GPP TR 36.938: "Improved Network Controlled Mobility between E-UTRAN and 3GPP2/Mobile WiMAX Radio Technologies".

[8]
3GPP2 A.S0008-C: "Interoperability Specification (IOS) for High Rate Packet Data (HRPD) Radio Access Network Interfaces with Session Control in the Access Network".

[9]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".

[10]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

[11]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

[12]
3GPP TS 43.129: "Packet-switched handover for GERAN A/Gb mode; Stage 2".

[13]
3GPP TS 23.292: "IP Multimedia Subsystem (IMS) Centralized Services: Stage 2".

[14]
3GPP TS 23.237: "IP Multimedia Subsystem (IMS) Service Continuity: Stage 2".

[15]
3GPP TS 23.002: "Network Architecture".

[16]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".

[17]
Void.

[18]
3GPP TS 23.009: "Handover procedures".

[19]
3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification".

[20]
3GPP2 A.S0014: "Interoperability Specification (IOS) for cdma2000 Access Network Interfaces".

[21]
3GPP TS 33.210: "3G Security; Network Domain Security; IP network layer security".

[22]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE): Security architecture".

[23]
3GPP TS 48.008: "Mobile Switching Centre - Base Station System (MSC-BSS) interface; Layer 3 specification".

[24]
3GPP TS 48.018: "General Packet Radio Service (GPRS); Base Station System (BSS) - Serving GPRS Support Node (SGSN); BSS GPRS Protocol (BSSGP)".

[25]
3GPP TS 33.102: "3G Security; Security architecture".

[26]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services".

[27]
3GPP TS 23.003: "Numbering, addressing and identification".

[28]
3GPP TS 23.167: "IP Multimedia Core Network Subsystem (IMS) emergency sessions".

[29]
3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".

[30]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".

[31]
3GPP TS 22.101: "Service aspects; Service principles".

[32]
3GPP TS 23.203: "Policy and charging control architecture".

[33]
ITU‑T Recommendation H.324 Annex K: "Media oriented negotiation acceleration procedure" and associated changes to Annex J".

[34]
3GPP TS 26.111: "Codec for circuit switched multimedia telephony service; Modifications to H.324".

[35]
3GPP TR 26.911: "Codec(s) for Circuit-Switched (CS) multimedia telephony service; Terminal implementor's guide".

[36]
3GPP TS 36.423: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 Application Protocol (X2AP)".

[37]
3GPP TS 29.303: "Domain Name System Procedures; Stage 3".

[38]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

[39]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

Next Change
4.1.3
Architectural Principles for SRVCC to 3GPP E-UTRAN/UTRAN (HSPA)

The solution for UTRAN/GERAN CS domain to E-UTRAN/HSPA PS-domain SRVCC fulfils the following architectural principles in addition to the ones defined in clause 4.1.2:

-
A UTRAN/GERAN CS domain to E-UTRAN/HSPA PS-domain SRVCC procedure shall be possible for CS call that is originated from UTRAN/GERAN.

-
After transfer from UTRAN/GERAN CS domain to E-UTRAN/HSPA PS-domain, it shall support moving the session back to UTRAN/GERAN CS domain if SRVCC from E-UTRAN/HSPA PS-domain is supported.

-
A UTRAN/GERAN CS domain to E-UTRAN/HSPA PS-domain SRVCC procedure shall be possible after SRVCC from E-UTRAN/HSPA PS-domain to CS domain has occurred.
-
Emergency session is not subjected to UTRAN/GERAN CS domain to E-UTRAN/HSPA PS-domain SRVCC procedure.
Next Change
5.3.2b
MSC Server enhanced for 3GPP UTRAN/GERAN to E-UTRAN/UTRAN (HSPA) SRVCC

In addition to the standard MSC Server behaviour defined in TS 23.002 [15] and TS 23.292 [13] for MSC Server enhanced for ICS, an MSC Server which has been enhanced for SRVCC from 3GPP UTRAN/GERAN to E‑UTRAN/UTRAN (HSPA) provides the following functions as needed:

-
The MSC Server informs the RAN about the possibility to perform CS to PS SRVCC by sending an "CS to PS SRVCC operation possible" to the RNC/BSC only for normal TS 11 call. The RAN uses that information for deciding the cells for which the UE reports measurements that lead to handover request to the core network.

-
The MSC Server determines the possibility of performing CS to PS SRVCC based on:

-
The CS to PS SRVCC capability of the UE.

-
The presence of the CS to PS SRVCC allowed indication in the subscription data of the user.

-
The IMS registration status of the UE.
-
The call is a normal TS 11 call (i.e not an emergency call -TS12, TS 22.003 [39]).
NOTE: The IMS emergency session that is transferred from PS to CS is not subjected for this CS to PS SRVCC procedure.

End of Change

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





