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Building Block 1:

· All the input papers for BB1 were handled (Agreed: 8; Open: 5; Noted: 11; Withdrawn: 1; Not handled: 0).
· The reply LS to CT4 on “Clarifications for BBAI BB1” is available in S2-120902. Related P-CRs for TS 23.139 are available in S2-120901 and S2-120905. S2-120905, that covers the H(e)NB scenario, is still open.

· BB1 can be considered functionally complete. Only Cat-F CRs are expected in future meetings.

· The only known outstanding issue is that the possibility to include H(e)NB IP address in RANAP signaling has not yet been acknowledged by RAN3. An LS was sent to RAN3 but reply is pending on this topic.

Building Block 2:

· All the input papers for BB2 were handled (Agreed: 8; Open: 4; Noted: 7; Withdrawn: 1; Not handled: 0). 

· Additional feedback from BBF is required for the scenario where the TDF is used for traffic offloaded to the fixed broadband access (e.g. to verify the feasibility of providing the IP address of the TDF to the BPCF via S9a as an alternative to pre-configuration). This is captured in the LS to BBF in S2-120883, that is still open.
· BB2 can be considered functionally complete. Due to the high number of CRs and P-CRs handled during the past few meetings, it is foreseen that TS 23.139 and Annex P of TS 23.203 will require extensive clean-up, but only Cat-F CRs are expected.
Building Block 3:

· Just a subset of BB3 input papers were handled (Agreed: 1; Open: 3; Noted: 5; Withdrawn: 0; Not handled: 12).
· The assumption that the BNG can perform admission control in the fixed access (or, alternatively, can delegate that function to other nodes in the fixed access) has to be verified with BBF. A specific question on this aspect is included in the LS to BBF in S2-120883, that is still open.
· While discussing contributions on BNG discovery by the PCRF, two possible architectures for BB3 were identified: (a) single Gxd instance per fixed access session, and (b) multiple Gxd instances per fixed access session. In architecture variant (a) the PCRFs handling the 3GPP UEs connected to the RG perform QoS control in the fixed broadband access interacting (e.g. via the S9a reference point) with the PCRF terminating Gxd for the fixed access session. This leads to an architecture that is much similar to the one defined for BB1, where the BPCF is replaced by the PCRF and the R reference point (between BPCF and BNG) is replaced by Gxd. In architecture variant (b) the PCRF handling the fixed access session and the PCRFs handling the 3GPP UEs mapped on that fixed access session all talk to the BNG via Gxd. No conclusion on a way forward could be reached and further analysis will be required in future meetings.
· In view of the architectural issue described above, and taking into account that BBF expects to complete its study on convergence by Q1-2013 (see the reply LS in S2-120423), the group acknowledged that it will not be possible to complete BB3 in Rel-11, even with an exception allowing SA2 to continue the activity till June 2012. As a result the group agreed that BB3 will be postponed to Rel-12 and no Rel-11 exception will be requested to the SA plenary.
· Even though BB3 will be postponed to Rel-12, a number of companies commented that the work on convergence should not be put on hold after SA2 #89. In fact, if BBF will approve the NPIF on convergence in February, continuous feedback from SA2 will be necessary to allow BBF to make progress and avoid further delays.

· The Rel-11 CR from Vodafone in S2-120886, proposing to add a new Annex in TS 23.203 on “Policy and Charging Control for Fixed Broadband Access”, was opened but could not be agreed. Even though Vodafone claimed that this CR was trying to incorporate in stage 2 a number of procedures and functions already available in stage 3, some companies commented that it is premature to capture any normative text in TS 23.203 before agreeing the overall architecture in BB3. Vodafone reserves the right to re-submit this CR after discussing with other companies.
Next steps:

· The cover page to send TS 23.139 for approval at the next SA plenary is available in S2-121031, that is still open. 
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	9.6
	
	
	BBF Interworking Building Block (BBAI) I, II Normative Work; III Study Phase
	
	
	
	
	

	General

	9.6
	S2-120638
	P-CR
	BB2-dicussion paper-GCS establishment and termination over S9a
	ZTE
	Rel-11
	BBAI
	Discussion paper on way forward for gateway control session establishment and termination over S9a of S2b-PMIP and untrusted S2c scenarios.

The concept is applicable to BB1 and 2.
	NOTED - Proposal endorsed. To be captured in the revision of 0511.  To be clarified that the vPCRF does not work as a pure proxy for the S9/S9a signalling between BPCF and hPCRF.

	9.6
	S2-120639
	P-CR
	Some issues related to the reflective QoS
	ZTE
	Rel-11
	BBAI
	Advocates that the PCRF shall be informed by the AAA server about the decision to enforce reflective QoS on the UE.

The concept is applicable to BB1, 2 and 3.
	NOTED



	9.6
	S2-120785
	OTHER
	Status of BBAI stage 2
	Rapporteurs (Ericsson, Huawei)
	Rel-11
	BBAI
	LATE DOC:
	

	BB1 - Handling of incoming LSs

	9.6
	S2-120414
	LS In
	LS from CT WG4: LS on clarification of BBAI BB1
	CT WG4
	Rel-11
	BBAI
	Postponed S2-120017 from SA WG2 meeting #88E. Responses drafted in S2-120504 and S2-120580
	NOTED



	9.6
	S2-120504
	LS OUT
	[DRAFT] LS response on clarification of BBAI BB1 (C4-113136)
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Response to S2-120414


	NOTED - Merged with 0876



	9.6
	S2-120580
	LS OUT
	Reply LS to CT WG4 LS (C4-113136) on Clarification of BBAI BB1
	Alcatel-Lucent
	Rel-11
	BBAI
	Response to S2-120414


	Revised to S2-120876



	9.6
	S2-120876
	LS OUT
	Reply LS to CT WG4 LS (C4-113136) on Clarification of BBAI BB1
	Alcatel-Lucent
	Rel-11
	BBAI
	
	Revised to S2-120896

Revision of S2-120580


	9.6
	S2-120896
	LS OUT
	Reply LS to CT WG4 LS (C4-113136) on Clarification of BBAI BB1
	Alcatel-Lucent
	Rel-11
	BBAI
	
	Revised to S2-120902

Revision of S2-120876



Revision of S2-120896

	OPEN



	9.6
	S2-120581
	P-CR
	BB-I: MME conditional reporting of the H(e)NB local IP address and UDP port
	Alcatel-Lucent
	Rel-11
	BBAI
	Clarifications related to the LS from CT4 in 0414.
	Revised to S2-120897



	9.6
	S2-120897
	P-CR
	BB-I: MME conditional reporting of the H(e)NB local IP address and UDP port
	Alcatel-Lucent
	Rel-11
	BBAI
	
	Revised to S2-120900

Revision of S2-120581


	9.6
	S2-120900
	P-CR
	BB-I: MME conditional reporting of the H(e)NB local IP address and UDP port
	Alcatel-Lucent
	Rel-11
	BBAI
	
	Revised to S2-120905

Revision of S2-120897



Revision of S2-120900

	OPEN



	9.6
	S2-120503
	P-CR
	Additional BBF interworking S2b procedure
	Ericsson, ST-Ericsson, AT&T, ZTE, LG Electronics
	Rel-11
	BBAI
	New procedure moved from TR to TS.

Related to the LS from CT4 in 0414.
	Revised to S2-120898




Revision of S2-120503

	

	9.6
	S2-120901
	P-CR
	Additional BBF interworking S2b procedure
	Ericsson, ST-Ericsson, AT&T, ZTE, LG Electronics
	Rel-11
	BBAI
	
	Agreed



	BB1 - TS 23.139, New or updated procedures

	9.6
	S2-120630
	P-CR
	TS23.139 PMIP Procedures Correction
	ZTE
	Rel-11
	BBAI
	
	Revised to S2-120899




Revision of S2-120630

	

	9.6
	S2-120908
	P-CR
	TS23.139 PMIP Procedures Correction
	ZTE
	Rel-11
	BBAI
	
	Revised to S2-120909

Revision of S2-120899


	9.6
	S2-120909
	P-CR
	TS23.139 PMIP Procedures Correction
	ZTE
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120631
	P-CR
	The HeNB procedures(GTP)
	ZTE
	Rel-11
	BBAI
	Merge of procedures
	OPEN

	9.6
	S2-120632
	P-CR
	Detach or PDP Context Deactivation Procedure for BBAI HNB 3G access
	ZTE
	Rel-11
	BBAI
	New procedures
	Revised to S2-120910




Revision of S2-120632

	

	9.6
	S2-121033
	P-CR
	Detach or PDP Context Deactivation Procedure for BBAI HNB 3G access
	ZTE
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120633
	P-CR
	PDP Context Activation and Modification Procedure for BBAI HNB 3G access
	ZTE
	Rel-11
	BBAI
	New procedures
	Revised to S2-120911



	9.6
	S2-120911
	P-CR
	PDP Context Activation and Modification Procedure for BBAI HNB 3G access
	ZTE
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120634
	P-CR
	Service Request and Handover Procedure for BBAI HNB 3G access
	ZTE
	Rel-11
	BBAI
	New procedures
	Revised to S2-120912




Revision of S2-120634

	


Revision of S2-120912

	OPEN



	9.6
	S2-120778
	P-CR
	TS 23.139: Procedures for Femto scenario when UE enters idle mode
	Huawei, Hisilicon
	Rel-11
	BBAI
	New procedures
	NOTED



	BB1 - TS 23.139, Corrections and clarifications

	9.6
	S2-120733
	P-CR
	Clarification on Femto procedures (BB1)
	LG Electronics
	Rel-11
	BBAI
	Clarifications
	NOTED - Merged with 0899



	BB1 - TS 23.203

	9.6
	S2-120502
	CR
	23.203 CR0666: Cleanup of editor's notes
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-120913



	9.6
	S2-120913
	CR
	23.203 CR0666: Cleanup of editor's notes
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120596
	CR
	23.203 CR0677: GW Control and QoS Rules Provision Procedure
	CATT
	Rel-11
	BBAI
	New procedure.
	NOTED



	9.6
	S2-120601
	CR
	23.203 CR0681: Addtion of H(e)NB access with PMIP-based S5/S8 case to session binding and GW control session procedures
	CATT
	Rel-11
	BBAI
	Adds support for H(e)NB access with PMIP based S5/S8.


	Revised to S2-121022



	9.6
	S2-121022
	CR
	23.203 CR0681: Addtion of H(e)NB access with PMIP-based S5/S8 case to session binding and GW control session procedures
	CATT
	Rel-11
	BBAI
	
	NOTED - Merged with 1030



	9.6
	S2-120777
	CR
	23.203 CR0690: Gx Reference points enhance with BBAI
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-121023



	9.6
	S2-121023
	CR
	23.203 CR0690: Gx Reference points enhance with BBAI
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-121035

Revision of S2-120777



Revision of S2-121023

	OPEN



	9.6
	S2-120642
	CR
	23.203 CR0685: Correction of PCC procedures and flows for BBAI
	ZTE
	Rel-11
	BBAI
	Proposal to clarify the behaviour of the PCRF to properly handle a possible change of BPCF.
	NOTED -  Assumpion that BPCF does not change will be captured in 0906



	9.6
	S2-120780
	CR
	23.203 CR0691: BBI: Annex P.6 PCRF correction for H(e)NB
	Huawei, Hisilicon
	Rel-11
	BBAI
	Clarification.

Clarifies the actions to be performed by the PCRF over S9a in the H(e)NB scenario.


	WITHDRAWN



	9
	S2-120600
	CR
	23.203 CR0680: Correction of IP-CAN session termination with S9a session termination in H(e)NB scenario
	CATT
	Rel-11
	BBAI
	
	NOTED - Merged with 0891



	9.6
	S2-120597
	CR
	23.203 CR0678: Corrections on GW Control and QoS Rules Request Procedure
	CATT
	Rel-11
	BBAI
	
	Revised to S2-121024



	9.6
	S2-121024
	CR
	23.203 CR0678: Corrections on GW Control and QoS Rules Request Procedure
	CATT
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120598
	CR
	23.203 CR0679: Corrections on BPCF Discovery and Selection
	CATT
	Rel-11
	BBAI
	Corrections
	Revised to S2-121025



	9.6
	S2-121025
	CR
	23.203 CR0679: Corrections on BPCF Discovery and Selection
	CATT
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120734
	CR
	23.203 CR0687: Clarification on IP-CAN Session Termination/Modification for BBAI (BB1)
	LG Electronics
	Rel-11
	BBAI
	Corrections and clarifications
	NOTED - Merged with 0871



	9.6
	S2-120735
	CR
	23.203 CR0688: Clarification on 3GPP HNB Procedures for CS Support (BB1)
	LG Electronics
	Rel-11
	BBAI
	Corrections
	Revised to S2-121026



	9.6
	S2-121026
	CR
	23.203 CR0688: Clarification on 3GPP HNB Procedures for CS Support (BB1)
	LG Electronics
	Rel-11
	BBAI
	
	Agreed



	BB2 - Handling of incoming LSs

	9.6
	S2-120423
	LS In
	LS from BBF: Answer to 3GPP LS on questions for BBF to be discussed during the BBF-3GPP workshop (bbf2011.1291 and bbf2011.1330) and the status of the activities after the 11Q4 BBF meeting
	Broadband Forum
	-
	BBAI
	Attachments bbf2011.1330.00, bbf2011.1291.00 missing: On BBF protected server

Reflects the outcome of the BBF-3GPP workshop.

No answers on BB3, but BBF indicates that the proposed time for completion of the analysis is Q1-2013.
	NOTED



	9.6
	S2-120424
	LS In
	LS from BBF: Answer to 3GPP LS on status and assumptions to BBF (bbf2011.1514)
	Broadband Forum
	-
	BBAI
	Answers to the questions on BB2 collected during SA2 88
	NOTED



	BB2 - TS 23.139, Architecture

	9.6
	S2-120635
	P-CR
	BB2-Scope, definitions and reference architecture-ZTE
	ZTE
	Rel-11
	BBAI
	Scope, definitions and reference architecture for BB2 in TS 23.139.
	Revised to S2-120877



	9.6
	S2-120877
	P-CR
	BB2-Scope, definitions and reference architecture-ZTE
	ZTE
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120783
	P-CR
	Architecture assumptions, network elements and reference points
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-120878




Revision of S2-120783

	

	9.6
	S2-121036
	P-CR
	Architecture assumptions, network elements and reference points
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Agreed



	BB2 - TS 23.139, Policy and QoS

	9.6
	S2-120505
	P-CR
	Policy and QoS interworking principles for BB2
	ZTE, Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-110868



	9.6
	S2-120868
	P-CR
	Policy and QoS interworking principles for BB2
	ZTE, Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-120879

Revision of S2-120505




Revision of S2-110868

	

	9.6
	S2-121037
	P-CR
	Policy and QoS interworking principles for BB2
	ZTE, Ericsson, ST-Ericsson
	Rel-11
	BBAI
	In future meetings the figures should be updated to calrify that there are no filters on the RG.
	Agreed



	9.6
	S2-120640
	P-CR
	Normative work on Policy and QoS Interworking for BB2 NS-WLAN Offload Traffic
	ZTE
	Rel-11
	BBAI
	Adds EPC-routed and NSWO traffic terminology and clarifies the applicability of functions on those two scenarios.
	NOTED - Merged with 0868



	BB2 - TS 23.139, Procedures

	9.6
	S2-120506
	P-CR
	Initial Attach information flows
	Ericsson, ST-Ericsson, ZTE, NEC, AT&T, InterDigital Communications
	Rel-11
	BBAI
	Updates the initial attach flows in TS 23.139 to include support for BB2.
	Revised to S2-120869


Revision of S2-120506

	


Revision of S2-120869

	

	9.6
	S2-121038
	P-CR
	Initial Attach information flows
	Ericsson, ST-Ericsson, ZTE, NEC, AT&T, InterDigital Communications
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120593
	P-CR
	Allowing access to HTTP services of the HPLMN to an UE connected over a BBF access providing NSWO
	Alcatel-Lucent
	-
	BBAI
	Proposes additional changes on top of 0506.


	NOTED



	9.6
	S2-120507
	P-CR
	Update of 23.139 procedures to include BBAI BB2
	Ericsson, ST-Ericsson, ZTE
	Rel-11
	
	
	Revised to S2-120870




Revision of S2-120507

	


Revision of S2-120870

	

	9.6
	S2-121039
	P-CR
	Update of 23.139 procedures to include BBAI BB2
	Ericsson, ST-Ericsson, ZTE
	Rel-11
	
	
	Agreed



	9.6
	S2-120636
	P-CR
	WLAN procedures for BB2
	ZTE
	Rel-11
	BBAI
	
	WITHDRAWN



	BB2 - TS 23.139, Charging

	9.6
	S2-120637
	P-CR
	Charging solution for the BB2
	ZTE
	Rel-11
	BBAI
	
	NOTED - Some applicable content will be captured in 0878



	BB2 - TS 23.203

	9.6
	S2-120509
	CR
	23.203 CR0667: Building Block 2 architecture
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Proposal to capture the architecture for BB2 in Annex P of TS 23.203.
	Revised to S2-120903



	9.6
	S2-120903
	CR
	23.203 CR0667: Building Block 2 architecture
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120510
	CR
	23.203 CR0668: Annex P.5 Functional description to include support for non-seamless WLAN offloaded traffic
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Updates the functional description in Annex P of TS 23.203 to include BB2.
	Revised to S2-120873



	9.6
	S2-120873
	CR
	23.203 CR0668: Annex P.5 Functional description to include support for non-seamless WLAN offloaded traffic
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Revised to S2-120904

Revision of S2-120510




Revision of S2-120873

	

	9.6
	S2-121040
	CR
	23.203 CR0668: Annex P.5 Functional description to include support for non-seamless WLAN offloaded traffic
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120641
	CR
	23.203 CR0684: Modification for PCC function description in 23.203 Annex
	ZTE
	Rel-11
	BBAI
	Adds EPC-routed and NSWO traffic terminology and clarifies the applicability of functions on those two scenarios.
	NOTED - Merged with 0873



	9.6
	S2-120511
	CR
	23.203 CR0669: PCC Procedures and Flows
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Updates the information flows in Annex P of TS 23.203 to include support for BB2.
	Revised to S2-120895




Revision of S2-120511

	


Revision of S2-120895

	


Revision of S2-121028

	


Revision of S2-121030

	OPEN



	9.6
	S2-120512
	CR
	23.203 CR0670: PCRF selection procedure for WLAN offloaded traffic
	Ericsson, ST-Ericsson, Allot Communications, InterDigital Communications, ZTE, CATT
	Rel-11
	BBAI
	Updates the PCRF discovery and selection procedures in Annex P of TS 23.203 to include support for BB2.
	Revised to S2-120906




Revision of S2-120512

	OPEN



	9.6
	S2-120784
	CR
	23.203 CR0693: Annex P.6: Functional Entities
	Huawei, Hisilicon,Allot Communications
	Rel-11
	BBAI
	
	Revised to S2-120907




Revision of S2-120784

	


Revision of S2-120907

	OPEN



	9.6
	S2-120782
	CR
	23.203 CR0692: Annex P: High level requirements for BB2
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Revised to S2-121027




Revision of S2-120782

	OPEN



	9.6
	S2-120602
	CR
	23.203 CR0682: Differentiate the QoS parameter between offload traffic and EPC-routed traffic
	CATT
	Rel-11
	BBAI
	Correction 
	Revised to S2-121029



	9.6
	S2-121029
	CR
	23.203 CR0682: Differentiate the QoS parameter between offload traffic and EPC-routed traffic
	CATT
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120736
	CR
	23.203 CR0689: Adding the definition of Non-seamless WLAN offload in Annex P (BB2)
	LG Electronics
	Rel-11
	BBAI
	Clarification: definition of non seamless WLAN offload.
	NOTED - Merged with 0904



	BB3 - TR 23.839, Architecture

	9.6
	S2-120781
	P-CR
	BBIII Network Element and reference points definition
	Huawei, Hisilicon
	Rel-11
	BBAI
	Paper not handled at SA2 88
	Revised to S2-110882



	9.6
	S2-120882
	P-CR
	BBIII Network Element and reference points definition
	Huawei, Hisilicon
	Rel-11
	BBAI
	
	Agreed



	9.6
	S2-120883
	LS out
	LS to BBF on BBAI status and assumptions for BB2 and BB3 
	Marco
	
	
	
	OPEN

	BB3 - TR 23.839, Policy and QoS

	9.6
	S2-120646
	P-CR
	BB3-Discsuss paper for the default QoS
	ZTE
	Rel-11
	BBAI
	Clarifies the relation between QoS for fixed access session and QoS for 3GPP UE
	WITHDRAWN



	9.6
	S2-120578
	P-CR
	BB-III: BBF Event- Triggers over Gxd
	Alcatel-Lucent, Huawei, ZTE ?
	Rel-11
	BBAI
	Identifies which if the event triggers specified in TS 23.203 are applicable to Gxd.


	Revised to S2-120874



	9.6
	S2-120874
	P-CR
	BB-III: BBF Event- Triggers over Gxd
	Alcatel-Lucent, Huawei, ZTE ?
	Rel-11
	BBAI
	
	Revised to S2-120884

Revision of S2-120578




Revision of S2-120874

	OPEN



	9.6
	S2-120647
	P-CR
	BB3-Event Triggers in IP-CAN session over Gxd interface
	ZTE
	Rel-11
	BBAI
	
	NOTED - Merged with 0874



	9.6
	S2-120579
	P-CR
	BB-III: BBF PCC Rules over Gxd
	Alcatel-Lucent, Huawei
	Rel-11
	BBAI
	Identifies which of the parameters included in the PCC rules as defined in TS 23.203 are applicable over Gxd.


	Revised to S2-120875



	9.6
	S2-120875
	P-CR
	BB-III: BBF PCC Rules over Gxd
	Alcatel-Lucent, Huawei
	Rel-11
	BBAI
	
	Revised to S2-120885

Revision of S2-120579




Revision of S2-120875

	OPEN



	9.6
	S2-120648
	P-CR
	BB3-QoS Control Rule over Gxd interface
	ZTE
	Rel-11
	BBAI
	
	NOTED - Merged with 0875



	9.6
	S2-120577
	P-CR
	BB-III: PCRF-BNG Discovery
	Alcatel-Lucent,
	Rel-11
	BBAI
	Solutions for BNG discovery  by the PCRF. This is required for PCRF-initiated gateway control session establishment over Gxd.
	NOTED - No conclusions on BNG discovery at the PCRF can be reached until it is clarified whether, for a given fixed access session, there is a single Gxd instance for the RG and all 3GPP UEs mapped on that fixed access session, or multiple Gxd instances potentially terminated on different PCRFs.



	9.6
	S2-120599
	P-CR
	BNG Discovery and Selection
	CATT
	Rel-11
	BBAI
	Solutions for BNG discovery  by the PCRF.


	NOTED - Same architectural issue as for 0577  



	BB3 - TR 23.839, Procedures

	9.6
	S2-120576
	P-CR
	BB-III: BNG Initiated Gxd Session Modification and Termination Procedures
	Alcatel-Lucent
	Rel-11
	BBAI
	Proposal to add the BNG/PCEF Initiated Gateway Control and QoS Rules Request procedure in TR 23.839.
	

	9.6
	S2-120644
	P-CR
	BB3-H(e)NB procedures
	ZTE
	Rel-11
	BBAI
	
	

	9.6
	S2-120645
	P-CR
	BB3-WLAN procedures
	ZTE
	Rel-11
	BBAI
	Can we merge 0645 and 0779?
	

	9.6
	S2-120779
	P-CR
	BB-III: Combined Gxd procedures for 3GPP WLAN UE
	Huawei, Hisilicon
	Rel-11
	BBAI
	Can we merge 0645 and 0779?
	

	BB3 - TR 23.839, Charging

	9.6
	S2-120643
	P-CR
	Charging support for BB3
	ZTE
	Rel-11
	BBAI
	Charging based on Gy/Gz at the BNG.
	

	9.6
	S2-120688
	P-CR
	TDF charging support for BB III
	Allot Communications, Openwave, Deutsche Telekom ?, Vodafone, Orange, Telefonica ?, ZTE ?, Amdocs Software Systems, GENBAND, Tekelec, Movik Networks, Comverse, Juniper Networks ?, Openet, Radisys
	Rel-11
	BBAI
	TDF-based charging
	

	9.6
	S2-120774
	P-CR
	Accounting/charging for offloaded traffic with BB3
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	AAA-based charging.
	

	BB3 - TS 23.139

	9.6
	S2-120575
	P-CR
	BB-III: H(e)NB Gxd Procedures
	Alcatel-Lucent, Huawei, ZTE ?, NEC ?
	Rel-11
	BBAI
	New section in TS 23.139 to capture the H(e)NB procedure over Gxd.
	

	9.6
	S2-120766
	P-CR
	BB-III: Architecture and Requirements
	Alcatel-Lucent
	Rel-11
	BBAI
	Proposal to transfer text on architecture and requirements from TR to TS.
	

	BB3 - TS 23.203

	9.6
	S2-120767
	P-CR
	BB-III: 3GPP PCC based Converged Policy Management for Fixed Broadband Access -Normative Annex
	Alcatel-Lucent, Vodafone, Verizon?
	Rel-11
	BBAI
	Proposal to create a new Annex in TS 23.203 on converged policy management.

This should be a CR, not a P-CR.

Overlapping with 0809.
	

	9.10.2 -> 9.6
	S2-120809
	CR
	23.203 CR0694: Fixed Broadband access annex
	Vodafone
	Rel-11
	BBAI
	
	Revised to S2-120886



	9.10.2 -> 9.6
	S2-120886
	CR
	23.203 CR0694: Fixed Broadband access annex
	Vodafone
	Rel-11
	BBAI
	
	NOTED - Vedafone reserves the right to re-submit this CR after discussing with other companies



	BB3 - Other

	9.6
	S2-120768
	P-CR
	BB-III: Reference Architecture Variant with S9a and Gxd
	Alcatel-Lucent
	Rel-11
	BBAI
	LATE DOC:
	

	9.6
	S2-120788
	P-CR
	Proposal for modify the roaming architecture of Building Block III
	China Telecom
	Rel-11
	BBAI
	LATE DOC:
	

	Next steps

	9.6
	S2-120508
	OTHER
	Proposal to send 23.139 for approval
	Ericsson, ST-Ericsson
	Rel-11
	BBAI
	Cover sheet to send TS 23.139 to SA plenary for approvale.


	Revised to S2-121031




Revision of S2-120508

	OPEN




