3GPP TSG- SA WG2 Meeting #89


S2-120451
06-10 February 2012, Vancouver, Canada
(revision of S2-12xxxx)

Title:
[DRAFT]
  LS on RAN sharing for H(e)NB
Response to:
LS (R3-113148) on RAN sharing for H(e)NB
Release:
Release 11
Work Item:
FS_Further_Enh_HNB_HENB
Source:
SA2
To:
RAN3, SA3
Cc:


Contact Person:


Name:
Nicolas Drevon
Tel. Number:
+33 1 30770916
E-mail Address:
nicolas (dot) drevon (at) alcatel-lucent (dot) com
Attachments:


1. Overall Description:

SA2 thanks RAN3 for their LS on LS on RAN sharing for H(e)NB (R3-113148).
The following network sharing architectures should be supported for H(e)NB subsystem:
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Figure 1. GWCN Network sharing for H(e)NB Subsystem with H(e)NB-GW and without HeNB-GW. 
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Figure 2. MOCN Network sharing for H(e)NB Subsystem with H(e)NB-GW and without HeNB-GW
SA2 would like to confirm that the architecture principles in case of HeNB connection to HeNB-GW in Release 11 remain:

· A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used at the HeNB. 

· The HeNB will not simultaneously connect to another HeNB GW, or another MME.
In particular, SA2 would like to further confirm that an HeNB-GW belongs to RAN (unlike specified in TS 33.320 Rel-10), and that an HeNB can be connected:

· Either to one single HeNB-GW that can be connected to the different Core Networks via S1 or S1-Flex interfaces;

· Or directly to the different Core Networks via S1 or S1-Flex interfaces.
2. Actions:

To RAN3 group.

ACTION: 
SA2 kindly asks RAN3 to take the above information into account for their specification work.
To SA3 group.

ACTION: 
SA2 kindly asks SA3 to correct TS 33.320 Release 10 where it is incorrectly specified that the H(e)NB-GW belongs to Core Network.

3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #89 
6 - 10 Feb 2012
Vancouver, Canada.

TSG-SA WG2 Meeting #90
16 - 20 Apr 2012
Bratislava, Slovakia.
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