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1. Overall Description:

If a UE that is not IMS capable receives during attach or TAU procedure an indication that CSFB for CS domain voice services is not available via EUTRAN, then a voice centric UE is mandated to select GERAN or UTRAN and disable its EUTRA capability. 

Ideally, the UE should remain in the RPLMN, but in some cases it is not possible to select GERAN or UTRAN of the same PLMN or one equivalent to it. CT1 would like to ask SA1 guidance on the requirements for handling those cases. CR on Rel-11 was proposed in CT1 #77, but had to be postponed to wait for SA1 guidance.
Q1: If the UE needs to disable its EUTRA capability, but cannot find RPLMN / EPLMN in GERAN or UTRAN, should it perform PLMN selection to try to get voice service on another lower priority PLMN or remain registered in RPLMN via EUTRAN cell without voice service?

Q2: 3GPP TS 22.278 clause 7.1.7.2 says that if the UE registered in VPLMN that does not support CSFB cannot find GERAN or UTRAN of the RPLMN, then the UE may fall back to manual PLMN selection and offer the user an option of manual PLMN selection from the list of available PLMNs as an alternative to disabling its EUTRA capability. 
Considering the above requirement is restricted to VPLMN, what is the required UE behaviour if the same situation occurs in HPLMN?
2. Actions:

To TSG SA WG1 group.

ACTION: 
CT1 asks SA1 to answer the above questions.
3. Date of Next TSG-CT WG1 Meetings:
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