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1. Overall Description:

CT3 has discussed several BBAI issues and would like to ask the following questions to SA2:
According to current stage 2 specifications, PCRF identifies if the UE is connecting via a Fixed Broadband access network from the IP-CAN type. Moreover, TS 23.203 indicates that the IP-CAN type is provided to the PCRF over Gxb* (see clause P.7.5.1). In the same TS, IP-CAN type is also sent from the BPCF to the PCRF over S9a reference point as part of the BPCF-Initiated Gateway Control Session Establishment message during IP-CAN session establishment procedure for the EPC-routed scenario. CT3 would like to know: 
Q1. Whether it is required that the IP-CAN type is always available over Gx/Gxx in order to allow the PCRF to identify that the user is connecting via a Fixed Broadband Access Network or the UE Local IP Address/H(e)NB Local IP Address can also be used for that purpose. In the first case, CT3 would like to know how the IP-CAN type is derived in the BBERF (ePDG). 

Q2. Whether the IP-CAN type is required by the BPCF in the EPC-routed scenario and thus it is expected that the PCRF sends this data to the BPCF. 

With regards to the addressing procedures for the EPC-routed scenario, stage 2 indicates that the BPCF uses the PCRF address provided by the PCRF in order to establish the Gateway Control session over S9a. For the roaming case, the V-PCRF uses the H-PCRF address provided by the HPLMN in order to establish the Gateway Control Session over S9. CT3 has the concern:

Q3. Whether the PCRF addressing procedures based on DRA handling can be used in order to avoid exposing the operator network topology to another operator (e.g. the 3GPP network to the Broadband Access network).
In order to include BBAI impacts over Sd reference point for NSWO scenario, CT3 would also require to know:
Q4. Whether the TDF address could be received by the PCRF over S9a reference point as part of the IP-CAN session signalling procedures. 

Q5. Whether the BPCF could notify the PCRF about the allocation and release of UE Local IP Address over S9a reference point for dual stack scenarios.

2. Actions:

To SA2 group.

ACTION: 
CT3 kindly asks SA2 to provide answers to questions included above.
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