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Proposal

It is proposed to include the following in TR 23.xyz.

First Change

X.1 Issue #1- relation between I-WLAN PLMN selection and HS2.0
X.1.1 Problem description

I-WLAN PLMN selection procedure can be modelled as shown in Fig 1 as a function, where the input are a set of files in the USIM (optionally such files can be in the ME) and the PLMN(s) that are “advertised” by the WLAN network. Such advertisements can be performed through 802.11u based procedures or with IETF RFC 4284 extensions. The outcome of the procedure is a PLMN and the SSID which is then used to access a WLAN (with the terminal using the AAA infrastructure of the chosen PLMN for authentication/authorization procedures).
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Figure 1 model of I-WLAN PLMN selection

The understanding of authors of the document is the HS2.0 will design a solution for WLAN AP selection which aims at selecting the WLAN AP and the Service Provider based on some information provided in the form of an XML file and announced via ANQP by the available WLAN accesses (Fig 2).
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Figure 2 HS2.0 access selection procedure

The high level model shown in figure 2 is generic enough to model the behavior of such operation/functionality. 

It is clear that both HS2.0 Access selection and I-WLAN PLMN selection aim at solving the same issue, i.e. providing the UE with information for PLMN/WLAN AP selection.
X.1.2 Issue definition

I-WLAN PLMN selection and HS2.0 Access Selection look to be alternative solution to the same problem. Hence, it is proposed to evaluate whether the 2 solutions can coexist and, if not, when one is preferable over the other. 
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