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	Reason for change:
(

	The BPCF should not be aware of roaming and as such should not be configured, per current specification, with  a “relation of HPLMN ID reachable via a particular VPLMN Id”. The text does not state how this configuration data is used.
In addition, the PCRF need not select  a particular DRA in the VPLMN to discover the V-PCRF. V-PCRF discovery shall be in accordance with section 7.6 - PCRF Discovery and Selection, whereby “when deployed, DRA needs to be contacted at first interaction point for a given GW (a.k.a.  BPCF in case of BBAI) and IP‑CAN session. (Various NEs that contact the DRA provide differet inputs per section 7.6.)

	
	

	Summary of change:
(

	1.Remove the  text on “relation of HPLMN ID reachable vai a a particular VPLMN Id”.

2. Modify text to ensrure  BPCF discovery of the V-PCRF is in acordance with  section 7.6.
Updates from rev 2 to rev 3 are:
1. Including a note that assumptions neds to be verified with BBF,

2. Clarifications on how BPCF finds V-DRA.



	
	

	Consequences if 
(

not approved:
	1. The BPCF is made aware of roaming uncecessarily.
2. BPCF  discovery of the V-PCRF is not not in accordance with section 7.6.
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1st Change
P.7.6.1
PCRF Discovery and Selection by BPCF

When the BPCF knows that a 3GPP UE attached via a Fixed Broadband access network and learns the IMSI and the NSWO-APN, the BPCF initiates the IP-CAN session establishment for NSWO offloaded traffic, the BPCF finds the PCRF using the DRA as described in clause 7.6.1..
When the BPCF is requested to establish a Gateway Control Session over S9a by PCRF, the BPCF uses the PCRF address provided in the request to establish the Gateway Control Session over S9a.
For a roaming scenario the selected V-PCRF shall belong to the same V-PLMN selected during the authentication procedure. . The BPCF uses the VPLMN id to find the V-DRA in the VPLMN.The V-PCRF finds the DRA in the HPLMN based on the IMSI and the APN if available as described in clause 7.6.1.
Editor´s note: 
The assumption that the VPLMN-id is received by the BPCF once successful authentication is performed needs to be verified with BBF.
End of Change
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