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Abstract of the contribution:

This contribution describes the non-IMS session release procedures for non-roaming cases and proposes text to clause 6.1 of the TR 23.862.

Proposal

It is proposed to include the following in TR 23.862.

(1) UE initiated non-IMS session release procedure;
(2) Non-IMS AS initiated non-IMS session release procedure.

First Change

6.1.X Non-IMS Procedures for Non-roaming Cases
6.1.X.Y Session Release Procedures
6.1.X.Y.1 UE Initiated Session Release Procedure
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Figure 6.1.X.Y.1-1: UE Initiated Non-IMS Session Release Procedure
Figure 6.1.X.Y.1-1 shows the UE initiated non-IMS session release procedure.

1. UE initiates non-IMS session release procedure by sending a Session Release message to the non-IMS AS.
2. The non-IMS AS triggers the online/offline charging stop procedure.

3. Either UE or the non-IMS AS can trigger the resource release procedure. UE can do this after sending out the Session Release message, the non-IMS AS can do this in parallel with step 2.
4. The non-IMS AS responds to the UE with a Release OK message.
6.1.X.Y.2 Non-IMS AS Initiated Session Release Procedure
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Figure 6.1.X.Y.2-1: Non-IMS AS Initiated Non-IMS Session Release Procedure

Figure 6.1.X.Y.2-1 shows the UE initiated non-IMS session release procedure.

1. The non-IMS AS initiates non-IMS session release procedure by sending a Session Release message to the UE.

2. The non-IMS AS triggers the online/offline charging stop procedure.

3. Either UE or the non-IMS AS can trigger the resource release procedure. UE can do this after  receiving the Session Release message, the non-IMS AS can do this in parallel with step 2.

4. The UE responds to the non-IMS AS with a Release OK message.
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