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1. Overall Description:

SA2 thanks CT1 for bringing our attention to the agreed stage 3 changes and the induced issues. 
SA2 discussed the issues described in S2-122653/C1-122506 and is of the view that PS domain congestion should not automatically trigger CS procedures. 
By comparing the pros and cons of CT1 introduced feature (C1-113769 and CP-120182) from system point of view, SA2 realized the benefit of such feature is limited, therefore prefers that UE does not actively select CS domain (i.e. to select a GERAN/UTRAN cell, when a normal cell re-selection procedure would have resulted in the UE staying in E-UTRAN) immediately, because moving UEs systematically from PS domain to CS domain would potentially cause congestion in CS domain and occupy more capacity in the MSC/VLR, also cause ping-pong effect as the UE may keep trying to camp back in congested PS domain. Such ping-pong effect may also cause paging loss for MT services. 
An exception for emergency service could be allowed for the UE to actively select CS domain when being backed off from accessing LTE PS domain. 
SA2 encourages CT1 to reconsider the UE behaviour on cell reselection for normal MO CS/SMS services when being backed off from accessing LTE PS domain.
2. Actions
To CT1:  

SA2 kindly asks CT1 to take the above information into consideration and decide any stage 3 changes accordingly.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #93
8–12 Oct 2012
 Sofia, BG
TSG-SA WG2 Meeting #94
12–16 Nov 2012
 New Orleans, US
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