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Proposal

It is proposed to add the following to the WLAN_NSUE TR 23.865:

***************************** Start of changes ******************************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".

[x1]
3GPP TS 24.312: "Access Network Discovery and Selection Function (ANDSF) Management Object (MO)".

[x2]
3GPP TS 24.234: "3GPP System to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols". 

[x3]
3GPP TS 24.235: "3GPP System to Wireless Local Area Network (WLAN) interworking Management object".

[x4]
3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks".
[x5]
3GPP TS 31.102: "Characteristics of the USIM application".

5.x
Key Issue – Delivery of consistent information for WLAN network selection  
5.x.1
Description

WLAN network selection in a dual mode handset may be based on information provided to the handset by 3GPP System to WLAN interworking Management Object as specified in 3GPP TS 24.235 [x3], by ANDSF Management Object as specified in 3GPP TS 24.312 [x1], by USIM as specified in TS 31.102[x5] or based on Management Object currently being defined by the WFA Hotspot 2.0 Release 2 specifications or both. This information can also be pre-configured in a dual mode handset.  Since there is an overlap between the information being provisioned in the UE, an inconsistent set of information from different sources and/or by different management objects in a dual mode handset can result in conflicting set of rules for the UE. One of the tasks in this work item is to address such potential conflicts. It is important that components of WFA network discovery and selection information that are relevant for a dual mode handset are identified and potential conflicts resolved.

5.x.2
Required Functionality

Potential conflicts in information between WFA Hotspot 2.0 specifications and relevant components in 3GPP will be resolved. 
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