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Abstract of the contribution
This is a worksheet to update the work plan following progress at SA2 92:

Discussion

	WI/SI
	% done
	SA2 92
	Pre-SA 56 (pre-rel-12)
	Needed
(est.) pre-SA 56, now
	Notes

	Release 11
	
	
	
	
	

	SIRIG
	90%
	1
	2.5
	
	Per the SA 56 report:
TSG SA asked SA WG 2 to look at a simple fix to add roaming support without changing the functionality (Cat F CR only). That is, to determine how the BSS can identify the source of SCI with a simple change.

	FULL_MOCN_GERAN-GWCN
	80%
	0.5
	
	
	Corrections and alignments expected.

	TR on Stage 2 for SIMTC
	90%
	0
	
	
	We need to send TR 23.888 in for approval to advance to 100%

	Release 12
	
	
	
	
	

	Machine Type Communications Enhancements for Rel-12 (MTSe)
	2%
	
	.2
	
	

	Group Based MTC (MTCe-GROUP)
	2 => %
	1
	.2
	
	

	Small Data and Device Triggering Enhancements (MTCe-SDDTE)
	2 => %
	1
	.2
	
	

	UE Power Consumption Optimizations (MTCe-UEPCOP)
	2%
	
	.2
	
	

	Monitoring Enhancements (MTCe‑MONTE)
	2%
	
	.2
	
	

	Interworking between Mobile Operators using the Evolved Packet System and Data Application Providers (MOSAP)
	25 => %
	1
	.5
(1)
	
	

	LIPA Mobility and SIPTO at the Local Network (LIMONET)
	45 => 50%
	1
	.5
(5.5)
	6 => 5
	

	Operator Policies for IP Interface Selection (OPIIS)
	50%
	

	.5
(2)
	2
	

	WLAN Network Selection for 3GPP Terminals (WLAN_NSUE)
	0 => 5%
	.5
	.5
	
	

	Study on IP Flow Mobility for S2a & S2b Interfaces (FS_NBIFOM) 
	76%
	.5
	0.5
(*)
	
	* FS_MAPIM work is not shown.

	Study on Core Network Overload solutions (FS_CNO)
	24 => %
	1
	0.5
(3)
	
	

	Study on S2a Mobility based On GTP and WLAN access to EPC (FS_SaMOG)
	2 => %
	0.5
	0.5
	
	

	Study on Usage Monitoring Control enhancement – SA2 Part (FS_UMONC)
	1 => %
	1
	0.5
	
	

	Study on Optimizing Offloading to WLAN in 3GPP RAT mobilitty (FS_WORM)
	5%
	
	0.5
	
	

	Short Message Service (SMS) submit and delivery without MSISDN in IMS (SMSMI)
	70 => %
	1
	 (5.0)
	3 => 2
	

	Business Trunking for IP-PBX in static mode of operation (BusTI)
	7 => %
	1
	1
	
	

	IMS Overload Control (IOC)
	2 => %
	1
	0.5
	
	

	WID for Policy and Charging Control for supporting fixed broadband Access networks (P4C)
	0 => %
	0.5
	
	
	

	(BB1): WID for BB for Policy and Charging Control for supporting traffic from fixed terminals and NSWO traffic from 3GPP UEs traffic (P4C-F)
	0 => %
	1
	
	
	

	(BB2): Policy and Charging Control for 3GPP UE terminals connected to Broadband Forum access network as Trusted network in Interworking scenario (P4C-TI)
	0 => %
	0.5
	
	
	

	(BB3): Policy and Charging Control for 3GPP UE connected to fixed broadband access networks via S2b and S2c reference points (P4C-S2bc)
	0%
	0
	
	
	

	(BB4): Policy and Charging Control for EPC routed traffic over fixed broadband access networks of 3GPP UEs connected via H(e)NB in convergent scenarios (P4C-HeNB)
	0%
	0
	
	
	

	(BB5): Policy and Charging Control for supporting traffic from fixed terminals in evolved fixed broadband access networks (P4C-FL2)
	0%
	0
	
	
	

	(BB6): Policy and Charging Control for 3GPP UE connected to fixed broadband access networks via S2a reference point for EPC routed traffic in convergence scenario (P4C-TC)
	0 => %
	0.5
	
	
	

	Study on Application Based Charging (FS_ABC)
	0.5
	0.5
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