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	1.This function applies to the scenario that the user has both IMS and CS subscriptions in the converged HLR/HSS, e.g. one number is shared both in IMS and CS.
Currently, all mobile terminated calls from IMS are routed to the IM subsystem regardless of the attached access type(e.g. CS domain access, or IP-CAN). However, for a UE which is attached to the CS network at an MSC server which is not enhanced for the support of ICS, call direct to CS domain directly after interrogating the HSS for routing information will be more efficient than anchor to IMS then to CS. And this will lead to fast call setup time to better user’s experience.
2.As stated in TS 23.292, the SCC AS is inserted in the session path using originating and terminating iFCs; it is configured as the first AS in the originating iFC and as the last AS in the terminating iFC chain. In this case, services may already be triggered by AS before the call flow reaches SCC AS. Then if the SCC AS select to breakout an incoming session to the CS domain, there may exist services conflict, e.g. call waiting may be double triggered by AS and MSC.

	
	

	Summary of change:
(

	For a user subscribed to both IMS and CS domain in the converged HLR/HSS, e.g. one number is shared both in IMS and CS, add the function of Service Domain selection for mobile terminated calls from IMS, which is similar with the SDS for terminated calls from CS/PSTN domain described in clause 7.2 of 23.221.
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* * * 1st Change Start* * * *

7.2x
Domain selection for mobile terminated calls from IMS

When the mobile terminated call set-up arrives at an terminating I‑CSCF, then that call may be subject to service domain selection to determine whether the terminating call is to be delivered to the CS domain or the IMS is used to provide the services for the user. The I‑CSCF interrogates the HSS for routing information. The HSS decides on the way the call shall be treated next (e.g. IM CN subsystem, CS domain (e.g. the subscriber is roaming in a legacy network), service platform involvement). According to the decision, the HSS returns information that will make the I‑CSCF progress the call towards an S‑CSCF (for onward handling in the IMS), or a BGCF (for onward handling in the CS domain). From the S‑CSCF the session may be re-directed to the CS domain or may continue in the IMS upon instruction from the access domain selection functionality (see clause 7.2b).
SDS may take the following factors into account for terminating calls:
-
Service subscription;

-
Operator policy;

-
Service type (e.g. voice, video);

-
The state of UE in the circuit switched domain (i.e. Attached);

-
The state of UE in the IMS (i.e. Registered);
-
The MSC Server is not enhanced for ICS.
* * * 1st Change Ends * * * *
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