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Abstract of the contribution:

This contribution describes the non-IMS initial registration procedure for non-roaming cases and proposes text to clause 6.1 of the TR 23.862.

Proposal

It is proposed to add a new section as the following in TR 23.862.

(1) Non-IMS initial registration procedure.
First Change

6.1.X Non-IMS Procedures for Non-roaming Cases
6.1.X.Y Registration Procedures
6.1.X.Y.Z Non-IMS Initial Registration Procedure
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1-11. Registration and authentication message flow for GBA/OpenID Interworking as defined in clause 4.4.1 of TR 33.924
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Figure 6.1.X.Y.Z-1: Non-IMS Initial Registration Procedure
Figure 6.1.X.Y.Z-1 shows the non-IMS initial registration procedure.
1-11. These steps are as defined in TR 33.924, clause 4.4.1.

12. Once the authentication for the user is successfully completed, the non-IMS AS/RP sends a Registration Request message to the HSS-FE. The name/IP address of the non-IMS AS/RP, user identity and registration timer are included in this message.

13. This step is as defined in TS 23.335, clause 5.4. The name/IP address of the non-IMS AS/RP, user identity and registration timer are forwarded to the UDR in this procedure, UDR creates the data record in its database for the user.
14. The HSS-FE responds to the non-IMS AS/RP with a Registration Answer message.
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