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	1. To allow the BNG to distinguish EPC-routed traffic and NSWO traffic, the destination IP address of the IPSec outer IP header,i.e. ePDG IP address or PDN GW IP address need to be sent to BPCF by PCRF. According to the current text, “the QoS rules sent by PCRF shall include in IP Filter the destination IP address of the IPSec outer IP header”, however for the purpose of packet differentiation the BNG does not have to check the IP filter of the QoS rules. It’s proposed to make a clarification to the above text.
2. For trusted S2c access, UE may simutanuously have multiple PDN connections which correspond to different PGWs and the IP addresses of these PGW shall be sent to BPCF by PCRF. When one of the PDN connections is released the PCRF should also send the corresponding PDN GW IP address to indicate to the BPCF to remove this address, otherwise the BNG will still use this address to perform packet differentiation in spite of no incoming packet towards that PGW.
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	Remove the description of include the destination IP address of the IPSec outer IP header into IP Filter of the QoS rules.
Add the description of notification of PGW IP address in case of PDN disconnection.
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*** 1st Change ***

6.1.2
Principles for Non-seamless WLAN-offload traffic

Policy control for NS-WLAN offloaded traffic is provided only if 3GPP access authentication is performed.

Policies for a UE's NS-WLAN offloaded traffic are sent from the EPC Network to the Fixed Broadband access network via S9a.
Policy interworking via S9a for NS-WLAN offloaded traffic in this release is supported for scenarios without NAT in the BBF domain,
For architecture scenario A in clause 4.2.4, the PCRF shall bind the request from AF with an existing IP-CAN session established over S9a using the UE local IP address received from AF and if available the subscriber ID (e.g. IMSI).

For architecture variant B in clause 4.2.4, it is assumed that BPCF binds the request from AF with an existing IP-CAN Session established over S9a using the UE local IP address received from AF and if available the subscriber ID (e.g. IMSI).

For architecture variant C in clause 4.2.4, in solicited application reporting mode, the PCRF shall start the Sd session with the TDF when an indication of IP-CAN session establishment is received over S9a for the UE local IP address. In unsolicited application reporting mode, the TDF notifies the PCRF of the detected service using the Sd interface.

The UE may simultaneously have one or more connection(s) to the EPC and a connection to NS-WLAN using the same local IP address. In order to allow the BNG to distinguish and to enforce separated QoS control for EPC routed traffic (tunnelled using SWu, S2c) and for NSWO traffic, PCRF shall send the destination IP address of the IPSec outer IP header, i.e. the ePDG IP address (for S2b and untrusted S2c access), and PDN GW IP address(es) (for trusted S2c) and the UDP source port number (for used by IPSec tunnel traffic) to the BPCF. For trusted S2c case, if the UE has multiple PDN connections which corresponds to different PDN GWs, when one of the PDN connections is released the PCRF should also send the corresponding PDN GW IP address to indicate to the BPCF to remove this address.
*** End of 1st Change ***
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