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Abstract of the contribution:

This contribution describes the non-IMS initial registration procedure for non-roaming cases and proposes text to clause 6.1 of the TR 23.862.

Proposal

It is proposed to add a new section as the following in TR 23.862.

(1) Non-IMS initial registration procedure.
First Change

6.1.X Non-IMS Procedures for Non-roaming Cases
6.1.X.Y Authentication Procedures
As per clause 6.1.1, GBA and interworking between GBA and OpenID is used as a basis for security framework.
For the case of non-IMS AS owned by 3rd party Data Application Provider, authentication for the user subscribing to an application service is terminated at HSS-FE in the mobile operator network. Following is the requirement addressing this case, which is specified in TS 22.278, clause 5.3.

· For scenario#2, the Evolved Packet System shall enable 3rd party data applications to rely on security derived from the security provided by the operator. 

For the case of non-IMS AS owned by mobile operator, authentication is always terminated at HSS-FE in the mobile operator network.
6.1.X.Y.Z Non-IMS Successful Authentication Procedure



[image: image2.emf]UE HSS-FE UDR BSF OP/NAF

Non-IMS 

AS/RP

1-11. Authentication message flow for GBA/OpenID Interworking as defined in clause 4.4.1 of TR 33.924


Figure 6.1.X.Y.Z-1: Non-IMS Successful Authentication Procedure
Figure 6.1.X.Y.Z-1 shows the non-IMS successful authentication procedure.
1-11. These steps are as defined in TR 33.924, clause 4.4.1.
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12. Registration Request


1-11. Registration and authentication message flow for GBA/OpenID Interworking as defined in clause 4.4.1 of TR 33.924


13. Create User Data 


14. Registration Answer
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1-11. Authentication message flow for GBA/OpenID Interworking as defined in clause 4.4.1 of TR 33.924



