SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #92
TD S2-123238
9 - 13, Barcelona, Spain                       
(revision of S2-122928)
Source:
ZTE, RIM, NEC
Title:
Rel-12 NB-IFOM revised TR 23.861 TOC 
Document for:
Approval 

Agenda Item:
8.13
Work Item / Release:
NB-IFOM / Rel-12
Abstract of the contribution: The intent of this contribution is to revise the table of contents for TR 23.861[1] to capture the Rel-12 NB-IFOM study.
Proposal
The intent of this contribution is to revise the table of contents for TR 23.861[1] to capture the Rel-12 NB-IFOM study.  
* * * First Change * * * 
7.X
IP flow mobility solutions for S2a(GTP)

Editor  Note: The study of the GTP-based S2a support for trusted non-3GPP access with seamless offload and flow mobility is deferred until the SaMOG study is completed
7.X.1
Issues and Design Considerations

7.X.2 
Solution A: <Name> 
7.X.2.1
Overview  

7.X.2.2
System Impacts 

7.X.2.3
Flows 

7.X.2.4.1
Addition of one access 
7.X.2.4.2
IP flow mobility

7.X.2.4.3
Removal of one access 

7.X.2.4.4
Addition of one access for multiple PDN connections to the same APN

7.Y
IP flow mobility solutions for S2b (PMIPv6)
7.Y.1
Issues and Design Considerations

7.Y.2 
Solution A: <Name> 
7.Y.2.1
Overview  

7.Y.2.2
System Impacts 

7.Y.2.3
Flows 

7.Y.2.4.1
Addition of one access 
7.Y.2.4.2
IP flow mobility

7.Y.2.4.3
Removal of one access 

7.Y.2.4.4
Addition of one access for multiple PDN connections to the same APN

7.Z
IP flow mobility solutions for S2b(GTP)
7.Z.1
Issues and Design Considerations

7.Z.2 
Solution A: <Name> 
7.Z.2.1
Overview  

7.Z.2.3
System Impacts 

7.Z.2.4
Flows 

7.Z.2.4.1
Addition of one access 
7.Z.2.4.2
IP flow mobility

7.Z.2.4.3
Removal of one access 

7.Z.1.4.4
Addition of one access for multiple PDN connections to the same APN

* * * End of Change * * * 
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