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Abstract of the contribution:
Abstract of the contribution: This contribution proposes IP-CAN session termination procedures for supporting policy control for traffic from fixed devices and NSWO traffic from 3GPP UEs.

Proposal 

It is proposed to add the text below in TR 23.896 for BB1.

***************** First Change Starts ***************

5.3.1.5
Procedures 


5.3.1.5.3
IP-CAN Session Termination
This clause describes the signalling flow for IP‑CAN Session termination. This procedure is applicable for the cases in Bridged RG, Routed RG and Routed RG 3GPP UE performs 3GPP-based authentication.
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Figure 5.3.1.5.3: IP EDGE/PCEF-Initiate IP-CAN session termination procedure

1.
The IP EDGE PCEF/PCEF receives a request to terminate the session with the PCRF based on BBF triggers (both external and internal to the IP EDGE PCEF) for example due to termination of session, power off of RG, etc.
NOTE 1:
How the IP EDGE PCEF detects or is informed that BBF access session is terminated is BBF specific and is out of the scope of 3GPP.
2.
the IP EDGE/PCEF initiates the IP-CAN session termination request to the PCRF.
3.
The IP EDGE/PCEF removes all the PCC rules under the IP-CAN Session.
4.
the PCRF identifies the affected PCC rules.
5.
The PCRF responds IP-CAN session termination acknowledgment to the IP EDGE/PCEF.
6.
if the TDF is deployed in the network, and the solicited TDF session is established, the IP-CAN Session termination will trigger the PCRF to terminate the TDF session with the TDF.
7. 
The PCRF notifies the AF about the loss of transmission.

8.
the IP EDGE/PCEF sends the account stop message to the AAA per WT-146.

9.
The IP EDGE/PCEF initiates the Gy session termination with the OCS per 23.203.
**************** Change Ends ******************
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