SA WG2 Temporary Document

Page 1

SA WG2 Meeting #93
S2-123614

Sofia, Bulgaria - 08 - 12 October 2012
(revision of S2-12xxxx)
Source:
ZTE 
Title:
P4C-TC Gxd function description
Document for:
Approval 
Agenda Item:
8.3.6
Work Item / Release:
P4C-TC
Abstract of the contribution:
***************** 1st Change Starts ***************
9.3.1.3
Reference points

Editor's note:
This clause will describe the reference points of architecture for roaming for alternative X for Building Block 6

Gxd
For the purpose of convergence between 3GPP and BBF network it transfers QoS control policies from the Home PCRF to the IP Edge in non-roaming scenario and from the Visited PCRF to the IP Edge in roaming scenario. Furthermore the Gxd carries the location information of Fixed Broadband access network (e.g. IP edge IP address) at which 3GPP UE is connected to. The Gxd for P4C-TC is based on enhancement of S9a reference point for supporting interworking with BBF Policy Framework.

Editor's note: it is FFS whether S9 requires enhancements.
Gxd Reference Point:

· The Gxd reference point enables a PCRF to have dynamic control over the QoS behaviour at a BBF network
-
The Gxd reference point enables the signalling of PCC decision and it supports the following functions:
· Establishment of Gateway control session over Gxd interface initiated by PCRF.
· Request for QoS rules from IP Edge to PCRF;

· Provision of QoS rules from PCRF to IP Edge;

· Termination of Gateway control session over Gxd interface initiated by IP Edge or PCRF.
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