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* * * Start of changes * * * *

5.1
General

The SRVCC Architecture for 3GPP2 1xCS reuses many existing elements in 3GPP2 X.S0042 [4] for 3GPP2 1xCS.

The SRVCC and vSRVCC Architectures for 3GPP E-UTRAN / UTRAN(HSPA) to 3GPP UTRAN/GERAN reuses the session transfer function defined for IMS in TS 23.237 [14] for IMS service continuity. The MSC Server that is enhanced for SRVCC and vSRVCC may also be enhanced for ICS as defined in TS 23.292 [13].

The SRVCC Architecture for 3GPP UTRAN/GERAN CS to 3GPP E-UTRAN / UTRAN(HSPA) reuses the session transfer function defined for IMS in TS 23.237 [14] for IMS service continuity. The MSC Server that is enhanced for CS to PS SRVCC may also enhanced for ICS as defined in TS 23.292 [13].

The overall model and impacts to the various elements is provided in the following clauses.

* * * Next change * * * *

5.3.2b
MSC Server enhanced for 3GPP UTRAN/GERAN to E-UTRAN/UTRAN (HSPA) SRVCC

In addition to the standard MSC Server behaviour defined in TS 23.002 [15], an MSC Server which has been enhanced for SRVCC from 3GPP UTRAN/GERAN to E‑UTRAN/UTRAN (HSPA) provides the following functions as needed:

-
The MSC Server informs the RAN about the possibility to perform CS to PS SRVCC by sending a "CS to PS SRVCC operation possible" to the RNC/BSC only for normal TS 11 call. The RAN uses that information for deciding the cells for which the UE reports measurements that lead to handover request to the core network.

-
The MSC Server determines the possibility of performing CS to PS SRVCC based on:

-
The CS to PS SRVCC capability indication of the UE received from IMS as defined in TS 23.237 [14].

-
The presence of the CS to PS SRVCC allowed indication in the subscription data of the user.

-
The IMS registration status of the UE.

-
The MSC Server informs RAN that CS to PS SRVCC is not possible by sending a "CS to PS SRVCC operation possible" set to "false" to the RNC/BSC on reception of the UE's IMS registration expiration notification from SCC AS during an ongoing CS call.

-
The target MME/SGSN selection for supporting CS to PS SRVCC is based on Target ID contained in the HO required and can be performed using the SGSN/MME selection procedures specified in TS 29.303 [37] or using local configuration in the MSC Server.

-
The call is a normal TS 11 call (i.e. not an emergency call - TS12, TS 22.003 [39]).

NOTE:
The IMS emergency session that is transferred from PS to CS is not subjected for this CS to PS SRVCC procedure.

* * * End of change * * * *
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