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Abstract of the contribution: This contribution proposes to clean up of Editor’s notes which are related to non-seamless WLAN offload issues. It is proposed to agree the changes for inclusion in TR 23.853.
1
Discussion

In SA2#91 Kyoto meeting, we discussed the scenario 3 in the TR 23.853 and its solution. During the discussion, it was agreed that non-seamless WLAN offloading can have any relative priority over APNs associated with PDN connections. And, the solution 2 : Extension of existing ISRPs with addition of Filter Rules for Inter-APN Routing was agreed to be added in the TR 23.853. So, the non-seamless WLAN offloading issues were clarified in terms of scenarios and solution. 

In the TR 23.853, there were two related editor’s notes remained as follows. Therefore, the editor’s notes should be removed.
· Editor’s note: The wording in the first bullet needs to be re-visited after discussion on use case scenarios. (copied from clause 1. Scope):
· Editor's note: It is FFS whether non-seamless WLAN offload can have any relative priority over APNs associated with PDN connections. (copied from clause 4.2 Architectural requirements):
2
Proposal

It is proposed to agree the changes for inclusion in TR 23.853.

First change

1
Scope

This Technical Report describes solutions that define:

· operator policies for selecting an IP interface in the UE for routing of IP flows among a choice of available interfaces in both 3GPP and non-3GPP accesses;

· system architecture for distribution of these policies to the UE.

Editor's note: The working assumption is that the Rel-10 ANDSF architecture is used for distribution of the operator policies defined in this TR.


The solutions described in this TR shall clarify how the operator policies defined in this TR relate with the Rel-10 ANDSF policies.

The report is intended to document the analysis of the architectural aspects to achieve these objectives in order to select a solution and include it in the relevant technical specifications.
Next change

4.2
Architectural requirements

Based on the scenarios described in the previous clause, the following requirements are made:

-
The solution for IP interface selection should minimize the conflict with the Inter-System Routing Policies (ISRPs) specified in Rel-10.

-
The solution shall allow the UE to override the rules for OPIIS for traffic that is explicitly bound to a local IP address of the UE and/or an APN, or due to user preferences.

-
For UEs capable of operating multiple PDN connections simultaneously the EPS shall allow the operator to provide policies that assist the UE in selecting a specific APN for routing a specific IP flow. The operator policies may also indicate which APNs are restricted for a specific IP flow.

-
For UEs capable of operating multiple PDN connections simultaneously and also capable of non-seamless WLAN offload, the EPS shall allow the operator to provide policies that assist the UE in deciding whether a specific IP flow should be routed on a specific APN. The operator policies may also indicate which APNs are restricted for a specific IP flow.


Editor's note: The interaction with Rel-10 ISRPs is FFS.
End of changes
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