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Abstract of the contribution: This document explains the needs of brSRVCC (before 180 ringing SRVCC) capability R10 onward due to the authorization of VoLTE deployments and the implementation, and asks related CRs are treated. 
1: Identified Issue:
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　Currently SRVCC before 180 ringing (pre-alerting state) is not supported by 3GPP.TS23.237 Subclause 4.3.1.2.2 has“NOTE: PS to CS transfer - Single Radio of  a bi-directional session in pre-alerting state (the state before alerting state in early dialog) is not supported.” Accordingly, the call setup procedure fails when SRVCC happens during announcements before ringing. This issue recently identified from internal review, yet recognized the strong needs from business perspective to avoid negative impacts in user experience.
2: Forecasted use case of the announcements before 180 ringing :
　Followings are planned scenario DCM provides announcements before 180 ringing, such as;
a)　Announcements before call diversion / voice mail. 
b)　Announcements to tell that user is roaming abroad. 
3: Reasons for immediate action needed
　Now, VoLTE is in the development phase in NTT DOCOMO hence, processing a series of internal authorization step. The VoLTE commercial rollout heavily depends on the quality of the voice call service continuity, including scenarios mentioned above. The VoLTE services release are in the horizon, in fact in global perspective VoLTE services has been commercially launched some countries’/operators (e.g. in Korea) this summer.

Therefore, this issue must be treated as soon as possible and absolutory needed, eventually this discussion targets on eSRVCC with ATCF/ATCW.
Additionally, it is GSMA mandatory. GSMA PRD IR.64 selected Rel-10 architecture for SRVCC, and the GSMA mandates the use of ATCF/ATGW (eSRVCC).
Proposal:
Proposes to treat and agree Rel-10 onward CRs relevant for for this capability, especially eSRVCC with ATCF/ATCW case. Relevant CRs are submitted in this meeting in S2#. (Relevant CR number: S2-123817, S2-123818, S2-123819)
The future plan for this item:
A WID include other aspects (i.e. SRVCC without ATCF/ATCW) might be treated in the near future meeting if the WG find necessary.
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