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Abstract of the contribution:

This contribution describes the non-IMS AS discovery procedure for both non-roaming cases and home-routed roaming case and proposes text to clause 6.1 of the TR 23.862.

Proposal

It is proposed to include the following in TR 23.862.

(1) Non-IMS AS discovery procedure for non-roaming cases;
(2) Non-IMS AS discovery procedure for home-routed roaming case.

First Change

6.1.5 Non-IMS Procedures for Non-roaming Cases

6.1.5.X Non-IMS AS Discovery Procedure
The Non-IMS AS discovery may be performed using one of the following mechanisms:

· The UE may be configured to know the fully qualified domain name (FQDN) or the IP address of the non-IMS AS for the UE.

· The non-IMS AS discovery may be performed after the IP connectivity has been established. DHCP mechanism can be used to provide the IP address of a non-IMS AS, or alternatively, the FQDN of a non-IMS AS and the IP address of a DNS server which can resolve the FQDN of the non-IMS AS. DNS resolution is used to obtain the IP address of the non-IMS AS. This mechanism is described in clause 6.1.5.X.1

6.1.5.X.1 Non-IMS AS Discovery Procedure based on DHCP/DNS
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Figure 6.1.5.X.1-1 Non-IMS AS Discovery Procedure based on DHCP/DNS
1. An IP-CAN Bearer is established if not available.
2. The UE interacts with a DHCP server to request the domain name and/or IP address of the non-IMS AS and IP address of DNS server. This step may require multiple DHCP Query/Response message exchanges to retrieve the requested information. DHCP Relay within IP-CAN may be used between UE and DHCP server.
3. The UE performs a DNS Query/Response interaction with DNS server to retrieve the non-IMS AS IP address with including the FQDN of the non-IMS AS in the DNS Query message. This step is not needed if the IP address of the non-IMS AS has been obtained in step 2.
Second Change

6.1.6 Non-IMS Procedures for Home-routed Roaming Case

6.1.6.X Non-IMS AS Discovery Procedure
Refer to clause 6.1.5.X.
End of Changes
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