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Abstract of the contribution: This contribution proposes to introduce a new architectural requirement to support charging control for MTC Monitoring.
Discussion:

MTC Monitoring is designed as a new service to be provided to various kinds of MTC service providers, and operators are expected to increase revenue from this service. And TS22.368 has already addressed the charging requirement in section 7.1.5 for MTC Monitoring as following:

-
count particular Monitoring or Alarm events by means of bulk CDRs or CDRs per individual subscription.
Currently the charging requirement is missing from the key issue of “Monitoring Enhancement-MONTE”, so this contribution proposes to add the charging support the requirement for MTC Monitoring in TR23.887.
Although charging is a common requirement, the MTC Monitoring feature will introduce some impacts to existing charging system, such as: a new service type is needed be defined for MTC Monitoring. The type of Monitoring event may also be considered in the CDR, if different Monitoring event are provided and charged by operator differentially. 
Proposal:
It is proposed to discuss and approve the following changes to TR23.887.
***********************************************BEGIN OF CHANGE****************************************************

6.1.2
Architectural Requirements

The following architectural requirements shall be met –

Configuration of Monitoring Events and actions: 
-
It shall be possible to configure monitoring events in the 3GPP system (UE or Network Nodes), for example - monitoring the association of the MTC Device and UICC and/or new IMSI–IMEI-SV association, change in the point of attachment, loss of connectivity, alignment of subscribed feature etc.
-
It shall be possible to configure the action to be executed by the network when configured monitoring event is detected, for example - reduce services provided to the UE, restrict access of the UE, detach the UE etc. 
-
It shall be possible to configure the maximum time between the actual loss of connectivity and its detection.
-
It shall be possible for the network to authorize a service request to activate/deactivate subscribed monitoring events/actions from a SCS.

Editor's Note: the terminologies of the “configuration”, “subscription “, and “activation/deactivation” need to be revisited.

Editor's Note: it is FFS whether the network will be able to configure and monitor UE based monitoring.
Detection of Monitoring Events:
-
It shall be possible for the network to detect monitoring events. On detection of the monitoring event UE or Network may execute a configured action.

Reporting of Monitoring Events:
-
It shall be possible for the UE or network to report the detected events to the Services Capability Server or Application server. Event reporting may provide more detailed information like the cause for a detected communication failure event. Application layer reporting of monitoring events is outside the scope.
 Charging support for Monitoring Events:
-
It shall be possible for the network to collect charging information and generate CDR for Monitoring events by means of bulk or per individual subscription. The CDR shall be identified for the service of MTC Monitoring. 

***************************************************END OF CHANGE**************************************************
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