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* * * First Change * * * 
4.3.3
Identification of users
4.3.3.0
General

There are various identities that may be associated with a user of IP multimedia services. This clause describes these identities and their use.

4.3.3.1
Private User Identities

Every IM CN subsystem user shall have one or more Private User Identities. The private identity is assigned by the home network operator, and used, for example, for Registration, Authorization, Administration, and Accounting purposes. This identity shall take the form of a Network Access Identifier (NAI) as defined in IETF RFC 4282 [14]. It is possible for a representation of the IMSI to be contained within the NAI for the private identity.

-
The Private User Identity is not used for routing of SIP messages.

-
The Private User Identity shall be contained in all Registration requests, (including Re-registration and De-registration requests) passed from the UE to the home network.

-
An ISIM application shall securely store one Private User Identity. For UEs supporting only non-3GPP accesses, if neither ISIM nor USIM is present, but IMC is present, the Private User Identity shall be stored in IMC. It shall not be possible for the UE to modify the Private User Identity information stored on the ISIM application or IMC.

-
The Private User Identity is a unique global identity defined by the Home Network Operator, which may be used within the home network to identify the user's subscription (e.g. IM service capability) from a network perspective. The Private User Identity identifies the subscription, not the user.

-
The Private User Identity shall be permanently allocated to a user's subscription (it is not a dynamic identity), and is valid for the duration of the user's subscription with the home network.

-
The Private User Identity is used to identify the user's information (for example authentication information) stored within the HSS (for use for example during Registration).

-
The Private User Identity may be present in charging records based on operator policies.

-
The Private User Identity is authenticated only during registration of the user, (including re-registration and de-registration).

-
The HSS needs to store the Private User Identity.

-
The S‑CSCF needs to obtain and store the Private User Identity upon registration and unregistered termination.

-
The Private User Identity shall contain the IMSI if the subscription does not contain an MSISDN and mobile terminated short message service without MSISDN as defined in TS 23.204 [56] is required.
* * * End of Change * * * 
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