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	Based on update to 23.221 CR0143, it has been agreed that for roaming support, the MME can be configured with a list of HPLMN-IDs for which HO to 2G/3G is not allowed. This can be in case of roaming of subscriber from a LTE only operator to one with 2G/3G/LTE operator but without 2G/3G roaming agreement.



	
	

	Summary of change:
(

	MME is provide functionality necessary to restrict inappopriate Inter RAT mobility as specified.
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---Start of the Change---
4.3.5.7
Mobility Restrictions

Mobility Restrictions comprises the functions for restrictions to mobility handling of a UE in E-UTRAN access. The Mobility Restriction functionality is provided by the UE, the radio access network and the core network.

Mobility Restriction functionality in state ECM-IDLE is executed in UE based on information received from the core network. Mobility Restriction functionality in state ECM-CONNECTED is executed in the radio network and the core network.

In state ECM-CONNECTED, the core network provides the radio network with a Handover Restriction List. The Handover Restriction List specifies roaming, area and access restrictions. If roaming restriction to GERAN or UTRAN access needs to be enforced, a MME that is connected to eNBs that may handover or invoke release with redirection to UTRAN or GERAN is configured with a list of HPLMN IDs that are permitted to access GERAN or UTRAN unless restricted by the UE individual access restriction information received from HSS.
---End of the Change---
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