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Abstract of the contribution: This contribution proposes to remove the text referring to Building Block III in scope description, to remove the text from clause 7 describing the convergence scenario for avoiding confusion with TR 23.896
Proposal
In Rel-11 BBAI WID convergence scenario in the scope of BB III has been removed and moved to Rel-12 has part of P4C. However TR 23.839 scope does not reflect such decision. This contribution proposes to remove the text referring to Building Block III in scope description and to remove the text from clause 7 describing the convergence scenario for avoiding confusion with TR 23.896.
****************First Change Starts**************
1
Scope

Based on requirements documented in the stage 1 specifications, this technical report addresses system architecture impacts to support BBF Access Interworking. The study includes multiple phases and covers aspects such as basic connectivity, mobility, authentication and authorisation, policy and QoS aspects, IP Flow mobility, traffic offload, convergence etc.

In each Building Block, the TR will describe what changes are expected to normative TSs, e.g. TS 23.402 [3] and TS 23.203.

The work is divided into twoseparate Building Blocks. See clause 4 for an outline of the content of each building block.
****************First Change End**************
****************Second Change Starts**************
4
Building Blocks

The architecture study is planned to be performed within the BBs in the following. 

The following aspects will be covered in BBAI Building Block I:

-
Aspects on basic connectivity, host-based mobility (S2c), and network-based mobility for untrusted accesses (S2b) on top of Release 10 baseline architecture including network discovery/selection functions and IP address allocation;

-
Interworking between 3GPP and BBF architectures for authentication, including identities, on top of Release 10 baseline architecture;

-
Policy and QoS interworking between 3GPP and BBF architectures considering the following scenarios:

-
When H(e)NB is being used and traffic is routed back to the EPC

-
When WLAN is being used and traffic is routed back to the EPC

-
Multi-access PDN Connectivity;

-
IP Flow Mobility and seamless WLAN offloading;

The following aspects will be covered in BBAI Building Block II (building on interworking functionality of Building Block I):

-
Policy and QoS interworking between 3GPP and BBF architectures considering the following scenarios:

-
When WLAN is being used and traffic is offloaded in the local wireline network (i.e. non-seamless WLAN offloading)




NOTE:
The Converged policy management and charging for convergence scenario is address in TR 23.896.
****************Second Change End**************
****************Third Change Starts**************
7
Void
Editor's note:
The specification of convergence scenario is addressed in TR 23.896












































































































































	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	

	
	

	
	
	

	
	

	
	
	

	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	















































































































****************Third Change End**************
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