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Abstract of the contribution: This contribution proposes to use “Subscriber ID” instead of “Subscription ID” in section 5.8 and 5.9 to align with TS 23.203 terminology. A correction to clause reference is also made.
Proposal

It is proposed to make the following modifications to TR 23.896.

>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>First change<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
5.8
Subscriber ID

For the 3GPP UE the Subscriber ID is the IMSI.

For a BBF fixed device, the Subscriber ID is defined in BBF TR‑134 [10], clause 7.1.4.1  and is defined as follows:

-
Parameter: Subscriber ID.

-
Category: User identification.

-
Type: Octet String.

-
Description: Identity of the attached user. The Subscriber ID is stored permanently in the user profile data base and is stored temporarily in the AAA function connected to the PDP.

NOTE:
"and is stored temporarily in the AAA function connected to the PDP" reflects the policy management architecture of BBF TR‑134 [10] and has no significance for the PCC based architecture.
>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>Second change<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
5.9
PCRF discovery

Following information is available for PCRF discovery: theSubcriber ID , as specified in sub-clause 5.8, and the fixed device/3GPP UE local IPv4/v6 address or IPv6 prefix. For a 3GPP UE, the NSWO-APN is also available.

Editor's note: Using the Access Line Identifier IE defined in BBF TR-134 [10] for PCRF discovery is FFS.

The AF has the same information available for PCRF discovery as defined in TS 23.203 [4], clause 7.6.

The TDF for unsolicited application reporting has the same information available for PCRF discovery as defined in TS 23.203 [4], clause 7.6.

PCRF discovery and selection follows the principles defined in TS 23.203 [4], clause 7.6.
>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>End of changes<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
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