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Abstract of the contribution: This contribution discusses and proposes a key issue on relaying for Public Safety ProSe.

Introduction

In this contribution we propose a key issue about relaying operation in ProSe.

*********** TEXT PROPOSAL FOR TR 23.703 ***********

5
Key Issues

Editor’s Note: For each key issue identified, the clause will capture the “General description and assumptions” (sub-clause 1). Different architecture solutions to address the key issues will be documented in Clause 6.

5.X
Key Issue #X: Relay for Public Safety ProSe
5.X.1
General description
This key issue addresses the following Stage 1 service requirements in TS 22.278:
An authorised public safety UE may be capable of acting as a relay in or out of E-UTRAN coverage for other public safety UEs.

An authorised public safety UE shall be capable of being enabled/disabled by a user or system in or out of E-UTRAN coverage to act as a relay for other public safety UEs.

The user of a ProSe-enabled public safety UE acting as a relay should not perceive service degradation due to its use as a relay in or out of E-UTRAN coverage.

There shall be a maximum of one ProSe UE-to-Network Relay between a UE and E-UTRAN.

There shall be a maximum of one ProSe UE-to-UE Relay between two out of E-UTRAN coverage UEs.

In the case where communication is relayed between an out of coverage UE and E-UTRAN, by a ProSe UE-to-Network Relay, there shall be no ProSe UE-to-UE Relays between the UE and E-UTRAN.

In the case where communication is relayed between two out of coverage UEs, by a ProSe UE-to-UE Relay, there shall be no ProSe UE-to-Network Relays between the two out of coverage UEs.

An authorised ProSe-enabled public safety UE shall be capable of being enabled/disabled to act as a relay to/from the network for other ProSe-enabled public safety UEs unable to access the network.

An authorised ProSe-enabled public safety UE shall be capable of being enabled/disabled to act as a relay to/from an out of coverage UE for other ProSe-enabled public safety UEs unable to access this out of coverage UE.

Based on operator policy and user choice, the system shall be able to initiate or move user traffic session of a ProSe-enabled public safety UE that has lost connection to the network to a communication path via a Prose-enabled UE acting as a ProSe UE-to-network relay that is in ProSe communication range and has connectivity to the network. Service continuity should be provided when the traffic is moved.

Based on user choice, the user shall be able to initiate or move user traffic session of a ProSe-enabled public safety UE that has lost connection to the ProSe-enabled public safety destination UE via a Prose-enabled UE acting as a ProSe UE-to-UE relay that is in ProSe communication range and has connectivity to the destination UE. Service continuity should be provided when the traffic is moved.

Based on operator policy, the operator network shall be able to control the relaying of network services between UEs communicating by means of ProSe.

Based on user choice, the user shall be able to control the relaying of services between out of coverage UEs communicating by means of ProSe

Based on operator policy, the operator network shall be able to control ProSe Communication between out of E-UTRAN coverage ProSe-enabled public safety UEs that are in ProSe Communication with an in E-UTRAN coverage ProSe-enabled public safety UE, which is acting as their ProSe UE-to-network relay.
Based on above requirements, at least the following aspects need to be considered in potential solutions:
-
What is the overall procedure to setup a connection between a Public Safety ProSe-enabled UE and EUTRAN via a ProSe UE-to-network relay?
-
What is the overall procedure to setup a connection between two Public Safety ProSe-enabled UEs via a ProSe UE-to-UE relay?
-
What is the procedure for relay selection (both ProSe UE-to-network relay and ProSe UE-to-UE relay)? There might be multiple relay capable Public Safety UEs in communication range of a Public Safety UE requiring relaying. 
-
What is the procedure for relay re-selection (both ProSe UE-to-network relay and ProSe UE-to-UE relay)? The mobility of UEs (relays and relayed) implies that a relay may be in a better communication range than another. Mobility across relays should be possible.
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