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Abstract of the contribution: Proposes a new key issue for ProSe service continuity.
1. Introduction
This P-CR proposes a new key issue for ProSe service continuity in TR 23.703
2. Proposal

Include a new key issue in TR 23.703
>>>Start Changes<<<<
5.X
Key Issue #Y: Service Continuity aspects
5.X.1
General description
This key issue focuses on the following Stage 1 requirements in TS 22.278 [3]:

The 3GPP system shall be capable of moving a user traffic session from the infrastructure path to an E-UTRA ProSe Communication path, when the ProSe-enabled UEs are determined to be in range allowing ProSe Communication.

The 3GPP system shall be capable of moving a user traffic session from an E-UTRA ProSe Communication path to an infrastructure path. At a minimum, this functionality shall support the case when the E-UTRA ProSe Communication path is no longer feasible.

The user shall not perceive the switching of user traffic sessions between the E-UTRA ProSe Communication and infrastructure paths irrespective when triggered by the network. 

Subject to operator policy and user consent the EPC and a ProSe-enabled UE shall be capable of negotiating the move of a traffic flow between the infrastructure path and the ProSe-assisted WLAN direct path. 

The network shall ensure service continuity for ProSe-assisted WLAN direct communications flows and be capable of considering QoS requirements of all data flows when negotiating a communications path switch for a given end user application.

The following assumptions apply:

· Service continuity is required for 1:1 communications only;
· For  service continuity scenarios represented in the SA1 requirements, the involvement of various network nodes and their respective functions need to be defined as part of the SA2 work;
· It is desirable that service degradation be minimised for all scenarios;
· Service continuity shall be supported for both IMS and non-IMS traffic sessions.

For the service continuity key issue, the following aspects need to be clarified:

· whether  solutions should be common for both E-UTRA ProSe Communications and WLAN Direct Communications;
· whether solutions support the presence of  IPv4 and NAT devices on the infrastructure path and how.
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