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Abstract of the contribution: This paper proposes to complete the Location information reporting part for alternative 3 for R12 work on P4C-TI.
********************** START OF 1st CHANGE *****************************

8.3.3.4
Policy and QoS

Editor's note:
This clause will identify the requirements and assumptions for Policy and QoS for alternative solution  3 in Building Block 2.

In this alternative solution, Policy and QoS are sent over S9a signalling, i.e. no additional requirements are imposed to FBB/BBF to define a signalling path to support either S2a-GTP or S2a-Gxa to provision QoS rules at the TWAN.

Assumptions for policy and QoS control via S9a:

· A common policy control interface is defined to support converged policy for the co-existence deployment for the NSWO and EPC-routed transport.

· This solution does not impact the existing QoS enforcement within the TWAN.

-
The QoS parameters that are in-band to S2a-GTP will be ignored by TWAN as S9a is the common policy control interface to support policy control interworking for S2a over trusted WLAN access.
8.3.3.5
Location information reporting

The location information as described in 8.2.1 (i.e., the network identity, the location of the AP and the geo-location) is transferred from the TWAN to PGW using S2a signalling, which can be referred to sub clause 8.3.1.4.2 for GTP based S2a case, and sub clause 8.3.2.5 for PMIP based S2a case.
********************** END OF CHANGES *****************************
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