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Abstract of the contribution: This contribution proposes new Service Continuity, Roaming and Interworking key issues for GCSE_LTE.
1. Introduction
This P-CR proposes new key issues for the Service Continuity, Roaming and Network Interworking aspects of GCSE_LTE in TR 23.768.

2. Proposal

Include new key issues in TR 23.768.

>>>Start Changes<<<<
5.X
Key Issue #x: Service Continuity

5.X.1
General description
It is assumed that continuity of service will be provided when a UE moves between cells in the same PLMN providing a Group Communication via Multipoint Service exists in both cells.

The SA2 study phase needs to consider at least: 

-
will the 3GPP EPS provide service continuity for a GCSE group communication between delivery over a unicast EPS bearer and delivery over a Multipoint Service (MuSe)?

-
If so, what EPS procedures will be required?

-
If not, what interface support, in order to minimise service disruption, will the EPS provide to 3rd party applications to manage the switch to/from unicast EPS bearers and a Multipoint Service?

-
what EPS procedures will be required to provide service continuity when UE numbers in a cell / MuSe service area rise and fall across the threshold indicating that multicast/broadcast delivery should or should not be provided?
-
what are the interfaces between the RAN and EPC? In collaboration with RAN WGs, determine the split of responsibilities between RAN and CN for service continuity.
5.Y
Key Issue #y: Roaming Support
5.Y.1
General description
The SA2 study phase needs to consider at least: 

-
what EPS procedures will be required so that GCSE_LTE group communication support may be provided by the HPLMN when the UE is roaming (attached to a VPLMN)?

5.Z
Key Issue #z: Interworking

5.Z.1
General description
The SA2 study phase needs to consider at least:

-
what EPS procedures, entities and interfaces will be required to provide GCSE-based Group Communication interworking between: 

-
UEs which are connected to a common RAN but are attached to different PLMNs (support for MOCN with all UEs attached to their HPLMN). More than one PLMN may provide access to a GCSE Application Server. The GCSE Application Server(s) may be within the operator domain or outside the operator domain,
-
UEs which are connected to different EPS networks where each network provides GCSE-based Group Communication services, The GCSE Application Server(s) may be within the operator domains or outside the operator domain,
-
the architecture, including interfaces and location of any interworking function, that could support the interworking between UEs connected to a 3GPP network offering GCSE-based Group Communication and terminals connected to a non-3GPP network which also offers group communication services for Public Safety.
In each of the above cases it is assumed that suitable interworking agreements are in place between the different operators.
>>>End of Changes<<<<
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