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1. Introduction 

This contribution proposes Iu Flex requirements for inclusion in TS 23.xyz, in a new subsection of Section 4 “General Description”.

2. Discussion

In order for the design of the Iu Flex capability to be focused and complete, and to avoid any loose ends and pitfalls, a list of requirements is necessary and appropriate. This list of requirements will also serve to encourage contributions in all the relevant areas of the TS. Lastly, it will ensure that this capability does indeed meet the needs of the industry.

3. Proposal

It is proposed that the following list of Iu Flex requirements be added to Section 4:

4.x
Iu Flex Technical Requirements
This provides a (non-exhaustive) set of texhnical requirements:
1. IuFlex capable RAN nodes such as the RNC/BSC should be able to select any CN node such as the SGSN/MSC-Server within a  pool area 
2. IuFlex capable RAN nodes and CN nodes should be able to co-exist with R4 RAN nodes and R4 CN nodes, in R5.
3. 
4. The network should provide the CN node routing information to the UE and the UE should store it.

5. During the initial non-access stratum signalling, the UE should provide the new RAN node the routing information for the current serving CN.
6. 
7. 
8. 
9. 
10. 

(For OPEN ISSUES) Means for a CN node to redistribute the load is FFS.

11. 
~  ~  ~
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