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3.1
Definitions

Refer to TS 23.002 [1] for the definitions of some terms used in this document.

For the purposes of the present document the following additional definitions apply.

IP-Connectivity Network: refers to any reference points in the architecture that provide IP connectivity between any two or more IP capable nodes; e.g. Gm, Gi, Mw. An example of an "IP-Connectivity Network" is GPRS.
Service enablers: A service enabler is a procedure, or part of a procedure, which performs a described function.  A combination of service enablers can be applied to realise a service.
Note:  This should be included as the first sub-clause of clause 11 of 23.228

5.11.x Service Enablers
The following subclause’s describe the service enablers to the functional entities.

5.11.x.1 UE
Service Enabler
Description

Session Initiation
The UE establishes a multimedia session communication

Adding Media Component
The UE adds a media component to an existing multimedia session

Removing Media Component
The UE removes a media component from an existing multimedia session

Initiate Session Termination
The UE terminates an ongoing multimedia session

Receive Session Termination
The UE receives the request to terminate a multimedia session

Report of user busy
The UE reports that the user us busy

Report of terminal busy
The UE reports that the UE is busy

Initiate Session Re-direct
The UE shall redirect the session to another endpoint

5.11.x.2 S-CSCF
Service Enabler
Description

Information Proxying
The S-CSCF proxies received information from the sending endpoint towards the receiving endpoint

Session initiation
The S-CSCF requests a EU to initiate a session towards an indicated endpoint.

Sequential session offering initiation
The S-CSCF offers the session to destinations in a sequential manner

Parallel forking initiation
The S-CSCF initiates a parallel forking process

Session termination 
The S-CSCF requests a UE to terminates a session towards an indicated endpoint

Session forwarding
The S-CSCF forward the session to a different destination

Session re-direction
The S-CSCF provides redirection information to a previous SIP entity.

Inform and continue
The S-CSCF informs the application server of a session event, but does not interfere with the session flow

Inform and wait
The S-CSCF informs the application server of a session event, and waits for a response from the application server on how to continue the session. 

Cancel Session Invitation
The S-CSCF initiates the cancellation of a session on request from an application server.

Send Service Information
The S-CSCF sends service information to the endpoint.

5.11.x.3 MRF
The service enablers for the MRF are for further study.

5.11.x.4 HSS
Service Enabler
Description

Provide User Profile Information
The HSS provides applications with the ability to read and modify user profile information
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