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	1st Modified Section


5.1.4
User data and signalling data integrity

5.1.4.1
Integrity requirements

Synchronization of the input parameters for integrity protection shall be ensured for the protocols involved in the integrity protection.

Integrity protection, and replay protection, shall be provided to NAS and RRC-signalling.

All NAS signaling messages except those explicitly listed in TS 24.301 [9] as exceptions shall be integrity-protected. All RRC signaling messages except those explicitly listed in TS 36.331 [21] as exceptions shall be integrity-protected.
When authentication of the credentials on the UICC during Emergency Calling in Limited Service Mode, as defined in the TS 23.401 [2], can not be successfully performed, the integrity and replay protection of the RRC and NAS signaling shall be omitted.
User plane packets between the eNB and the UE shall not be integrity protected.

5.1.4.2
Algorithm Identifier Values
All algorithms specified in this subclause are algorithms with a 128-bit input key.

NOTE:
Deviations from the above requirement have to be indicated explicitly in the algorithm identifier list below.

Each EPS Integrity Algorithm (EIA) will be assigned a 4-bit identifier. Currently, the following values have been defined:
"00002"      128-EIA0      Null Integrity Protection algorithm
"00012"      128-EIA1      SNOW 3G

"00102"      128-EIA2 
 AES
The remaining values have been reserved for future use.

UEs and eNBs shall implement 128-EIA0, 128-EIA1, and 128-EIA2 for RRC signalling integrity protection. 

UEs and MMEs shall implement 128-EIA0, 128-EIA1, and 128-EIA2 for NAS signalling integrity protection.

	End of 1st Modified Section
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